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1 ] Excellent recovery E 1
quickly charges in 10 minutes E 3 Copyright© by Wstandard USA Inc
6 ] Eco- friendly All rights reserved.
E ti I
pollution free; NO acid, NO lead, E 3
5 times the cranking power of NO heavy metal
lead/acid batteries E 3
Excellent performance e—m_
3 A In low temperature lighter weight and smaller size E E
than lead/acid batteries
Excellent start up performance
even in the temperature of -20°C ’ E 3 i d— WSTAN DARD U SA INC
8 ] Easy to install —
4 ] Energy efficient :
I o . easy fitting, no special technical E 3 ADD:19501 East Walnut Drive South
ow self discharge, so battery can sit requests or tools required :
up to 1 year wit%out maintenance 3 4 City of Industry, CA 91748
9] stable Discharge ©od TOLL FREE: 844 WSTANDARD (844.978.2632)
e_m Sﬁable dischargﬁ: outputff E 3
: - characteristics having effective
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Bl \WSTANDARDUSA INC lithium battery is Bl | FP chemistry offers a
lithium iron phosphate (LiFePO4) battery, longer cycle life than other
also called LFP battery (with "LFP" lithium-ion approaches.
standing for "lithium Ferro phosphate"), is One important advantage
a type of rechargeable battery, specifically over other lithium-ion
a lithium battery, which uses LiFePO4 as a chemistries is thermal and
cathode material. LiFePO4 batteries have chemical stability, which
somewhat lower energy density than the improves battery safety.

more common LiCoO2 design found in
consumer electronics, but offers longer
lifetimes, better power density (the rate
that energy can be drawn from them) and
are inherently safer. LiFePO4 is finding a
number of roles in vehicle use and backup
power.

Comparison: Lead-acid and E-Lithium

Lead-acid Battery | E-Lithium Battery

Safety Moderate Excellent
Positive Lead Dioxide |[Aluminum Compound
Negative Spongy Lead | Carbonised Graphite

Voltage Platform 2.0V 3.2V

Wh/kg 30-45 155

Wi/kg 150-200 315

Wh/L 60-80 >320

Lifetime (cycle period) 300-500times | 2000times @ 80% DoD
Discharge rate (monthly) 4-5% <1%
Work Temperature -10°C - 60°C -20°C -60°C
Harmful Substance Lead None
aﬂgr)?éﬁtharge Electric 1C 30
Stationary Discharge |Large Fluctuations Stable

OV H < mm v OV S H < mm v
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%% PRODUCT INTRODUCTION

1.Scope

This specification applies to all WEX full
series lithium iron phosphate battery
produced by W-STANDARD Company.

2. Product Composition

Lithium iron phosphate polymer battery

3. Product Characteristic

W-STANDARD Company specializes in
the production of Lithium Iron Phosphate
battery, which is made from the combination
of laminated aluminum film and lithium-ion
battery, good safety, low internal resistance,
high specific energy, It is top choice for
motorcycle ignition power and has been
widely used and received positive feedback
at present.

Lithium Iron Phosphate battery
(LiFePO4) means the lithium iron phosphate
as its cathode material. It's mainly for power
battery and the ignition power supply.
Compared with lead-acid battery, it has the
advantages of smaller size, lighter weight,
longer cycle life, higher safety, no pollution,
no acid, no lead and no heavy metal. Lithium
Iron Phosphate battery volume is about 2/3
of lead-acid batteries (equal specifications
and capacity), but the weight is only 1/3 of
lead-acid batteries. The normal lead-acid
battery cycle life is about 300 or so and the
maximum is 500, but Lithium Iron Phosphate

o9 H

battery cycle life is usually reach above
2000, so the lithium battery performance is
higher than the lead-acid battery under the
same condition.

In addition, the lithium Iron Phosphate
battery ( (LiFePO4) also completely solved
the problems on security about cobalt acid
lithium (LiCoO2) and manganese acid lithium
(LiMn204), the lithium Iron Phosphate
battery ( (LiFePO4) doesn't fire and
explosion even in many worse environment.
All lithium Iron Phosphate batteries have
been tested strictly by Pony Test Center
UN38.3, the performance of capacity,
storage capacity, discharging at high and low
temperatures, discharging rate are all
exceeded the international universal
standard. Lithium battery puncture,
extrusion, vibration, short circuit, over
charging, over discharge and other safety
performance indicators are fully meet the
UN38.3 certification testing standards, no
fire, and no explosion. The recognized
LiFePO4 as the cathode material of lithium
battery has the best safety performance
among the lithium batteries. Lithium iron
phosphate lithium ion battery doesn't include
any heavy metals and rare metals and it
completely doesn't take any harmful
materials to human body and environment
during production and application, which is
one of the most environmental protection
green batteries in current universe.

oy
HONDA

%% TERMS AND DEFINITIONS

1.Standard Voltage
Be used to indicate the battery voltage of
a suitable approximate value.

2.Rated capacity

Under specified conditions, the capacity
value by fully power battery provided by the
manufacturer indicated value

3.Actual capacity

Under specified conditions, the release
actual capacity by monomer fully charged
battery as regulated discharge current

4.0ver discharge

The battery voltage is lower than the
discharge cut-off voltage, which is usually
regarded as the battery over discharge state.
Generally it refers to the battery voltage
reaches 0V voltage or even negative state.

5.Max. charging voltage

It should not be more than charging
voltage recommended by manufacturers
during charging period.

6.0Over charging

The battery voltage is higher than the
maximum charge voltage, which is usually
regarded as the battery into the overcharging
state.

7.0ver current

The battery operation current or charging
current is higher than the maximum charge
current of manufacturers permitted, which is
usually regarded as the battery into the over
current state.

8.Energy type battery

The battery is featured with high energy
density and mainly used for high energy
output battery, commonly known as capacity
type battery.

9. Power type battery
The battery is featured with high power

density and mainly used for instant high power
output and input battery, commonly called as
ratio type battery.

10.Normal temperature charge
maintenance and recovery capacity

The battery is discharged by 0.3C after
storage for 28 days under the temperature 20
+5, the ratio of discharge capacity and rated
capacity is called normal temperature charge
holding capacity.

11.End of charge current

When charging at specified constant
voltage, the battery will end the charge
current.

12.State of charge

The storage capacity of the battery,
usually displayed as percentage, For example,
30% SOC means that the battery was
currently stored 30% of the nominal capacity
vales, SOC is an abbreviation for State of
Charge, battery (group) state of charge.

13.Explosion

Battery case broken, internal solid
material rushes out from battery inside even
make some voices.

14.Fire
Battery case fire from the battery inside.

15.Leakage

Battery internal components (electrolyte,
gas or other substances) leak out from the
battery, when the leak components total
weight is more than the original battery total
weight about 1%, this is called leakage.

16.DOD:
Deep Of Discharge

17.Charging mode CC/CV

CC mode is the constant current charging
mode. CV mode is the constant voltage
charging mode.
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%% WORKING PRINCIPLE OF LITHIUM IRON PHOSPHATE BATTERY
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The lithium battery positive pole is
generally adopts lithium iron
phosphate, graphite for negative pole.
The Electrolyte solution is
LiPF6+EC+DMC, and the case is
made of aluminum plastic film
packaging. The lithium irons managed
to free from the cathode layered oxide
lattice herniated when charging, and
migrates to negative electrode layer
surface by the organic electrolyte then
is embedded into the graphite lattice of
material, while the remaining electrons
from the external circuit reach the
negative pole. The discharge is
opposite, lithium iron released from
graphite lattice to positive oxide lattice.
Under normal charge and discharge
conditions, the lithium ion insertion and
extraction between graphite in layered
structure and oxides is generally cause

City of Industry, CA 91748
TOLL FREE: 844.WSTANDARD (244.078.2632)

STANVDARD
ce
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the layer spacing change, and will not
cause damage to the crystal structure.
With the charging and discharging, the
chemical structure of the positive and
negative material substantially does
not change. Therefore, regarding from
the charge-discharge reaction in terms
of reversibility, lithium-ion battery is an
ideal reversible battery. Lithium irons
enter into the electrode process was
called insertion, coming out from the
electrode process was called
extraction. During charge-discharge
period, lithium ion batteries insert
extract for a round trip between the
positive and negative poles, just like a
rocking chair swaying in the positive
and negative terminal, so the lithium
battery was also called “rocking chair
batteries”.

BB-4
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Locking bolt

Positive terminal

Lead-acid Battery | E-Lithium Battery
Safety Moderate Excellent
Positive Lead Dioxide |Aluminum Compound
Negative Spongy Lead | Carbonised Graphite
Voltage Platform 2.0V 3.2V
Wh/kg 30-45 155
W/kg 150-200 315
Wh/L 60-80 >320
Bottom case Lifetime (cycle period) 300-500times | 2000times @ 80% DoD
Discharge rate (monthly) 4-5% <1%
Work Temperature “40°C «B60°C “20°C<60°C
Harmful Substance Lead None
This series battery is mainly case has been reached a certain level Max. Charge Electric
consisting of soft packaging cell, of fire-retardant Engineering Plastics. Current 1C 3C
B e |

Several soft packaging cells was
formed a high-capacity and high-rate
batteries group through in series and
parallel connection. The material of
plastic top cover and plastic bottom

%% STRUCTURE

Top cover

Negative terminal

during assembly and operation, and
please avoid the positive and
negative reversing and short circuit
phenomenon.

OFPTH & mm +oe

%% FEATURES AND ADVANTAGE

Comparison: Lead-acid and E-Lithium
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%% ADVANTAGE

Extra Small & Light - Lithium
battery is only one-third in weight of
lead/acid battery of same specification.
But you don't need to worry about that
there will be too much space empty and
make the lithium battery rocky during the
riding, we will add the fireproof foam to
wrap the lithium battery and make sure it
is 100% fit in the battery tray.

Extended Cycle Life - lithium
battery is expected to see 2000 and
above cycles in testing. In contrast, even
the best deep cycle lead acid battery is
typically only good for 500 cycles, and
some worse 300 cycles only. Lithium
battery has 5 times longer life than
lead/acid battery.

Extra Safe - not easy to explode
or catch fire even in an extremely testing
environment. And here are some testing
that we made to damage our battery cell
in different ways, by burning, needle
putching or huge weight pressing, and
our lithium battery is just broken, but will
not explode and catch fire.

Smooth Discharging - With the
application of different amount of
discharge current, lithium battery can still
discharge smoothly at the same
temperature.

Hight/LowTemperature
Resistance - Lithium battery can work
normally at the temperature of -20°C ~
+75°C,and its peak value of electro heat

can reach 350°C ~500°C,which the
traditional battery only reach around

200°C.

Eco Friendly - pollution free; NO
acid, NO lead, NO heavy metal.

Energy Save - low self
discharge, can sit up to 1 year without
maintainance because only 1-3 % power
will be lost monthly. Unlike the lead acid,
if you didn't use it, then you must need to
fully charge it 1 time per month.

Fast & Efficient Charging -
Lithium battery can be fast charged to
100% of capacity. If your charger is
powerful enough, lithium batteries can
also be charged insanely fast, maybe 1
hour can make your batteries fully
charged. This can save you hours of
time. Unlike with the lead acid batteries,
they can be charged in 1C current
maximally, so normally it will take more
than 10 hours to fully charged them.

OFTH < mm s

In order to better service the user's
requirement and make a good guide of use
and after sales service timely, we are
committed to the purpose of "Pursuit of high
quality, customers' satisfaction", with the
principle of “the most attentive services and
the most reliable products' quality". That's our
Solemn Commitment to our agents and users
as follows.

1.WEX series lithium battery products
manufacturing and testing are in line with
international UN38.3 testing standards and
national standards.

2.The product should be tested by
professional inspection testing personnel for
make sure that the products meet the
requirements of the factory.

3. Establish reasonable sales service
management regulations and system:

A. Pre-sale service. Set up a special sales
service organization: Sales Manager +
sales engineer. In the first three months
prior to the establishment of the
partnership, the company will arrange sales
engineers and related professionals to
deliver the product features, specifications,
brand content and so on by Internet or
telephone, even organize the training on the
spot.

B. In-sale service. In order to avoid
unnecessary losses caused by improper
use, our company will appoint relevant
technician offer the one-for-one service by
phone or email for ensure that users can
correctly make use of the product with safe
and rest assured.

C. After-sale service. Form the after-sales
alliance with the dealer to receive timely
feedback from users and provide a solution
to the problem. When it can't be get an

agreement about after-sale solution
between the user and the dealer and still
need the help on the scene, our company
will arrange for relevant professionals to the
designated place within 3 working days for
timely guidance. The travel expenses of
professionals depend on the cause of after
sale. According to the results of the quality
analysis to determine the rights and
responsibilities, the company is responsible
for the fees if the battery itself, otherwise, it
will be assumed by dealer customer.

. Dealers have a duty to learn to master

relevant knowledge of products. It is
necessary to have technical service
personnel. In the face of the end user,
popularize knowledge of lithium batteries
and show how to match the models and
direction for use, and offer users the detail
and thoughtful technical services.

. It is well-known that battery is one of the

most frequently replacement parts in
locomotive after-sale, it has bear complex
electrical system by itself, users are
subjectively add some extra electrical
appliance overload, and no strong battery
maintenance consciousness are also main
reason which caused battery premature
invalidation. So does the lithium battery. So
it is main key to guarantee the battery
service life with a good usage habit and the
right models chosen. The general warranty
period is valid under the terms of
instructions requirements and strictly
follows product instruction for use. It
depends on the purchase batches for
dealer, and considering for the product
transmit time, WEX series of lithium battery
warranty is 15 months since the order time.
The guidance of the standard use as
follows. Otherwise, it's invalid!

OFSH < mm e v
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A') Do not recharge the battery with the
maximum current or voltage which is higher
than the standards in this spec manual.
Please strictly carry out it according to the
motorcycle model matching table from W -
STANDARD company, conditional the best
choice is to exchange the higher level lithium
battery as recommended table.

B .) Do not recharge the battery with sulphation
of lead-acid battery charger or non-limited
1.5V voltage charger.

C) The battery should be recharged in time
when the voltage is lower than 13.1V.

D) Connect reversely the polarity of battery is
strictly prohibited (The positive pole and
negative pole are connected in a contrary
way).The battery should be connected in a
right way.

E ) No charging the lithium battery directly
through other batteries.

F ) Do not connect directly battery with
alternating current (AC) power when
charging.

G) Do not recharge the battery with the
maximum current which is higher than the
standards in this spec manual.

H) The start-ups time shouldn't be more than 6
seconds for every time. The time interval
between two consecutive start-ups time
shouldn't be less than 60 seconds.

I ) Do not power-supply the battery in isolation
for a long time. It should be start the engine
before opening the headlight and ancillary
equipment when driving at night. The engine
stalled and landslide for a long time when
driving at night is strictly prohibited, it should
be landslide with file under the condition of
engine start.

4 .1 Conditions, which may not be covered by

warranty after purchase:

A) The product was removed or damaged by
customers after the purchase. (including
falling to smash)

B) The problem of engine electrical system
caused by the damage to battery due to
battery voltage is too high or over-charged.

T—
Tube

www.wstandard-energy.com
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C) The unmatched charger caused by the
damage to lithium battery due to battery
voltage is too high or over-charged.

D) The actual starting current of engine is larger
than the calibration of low temperature
starting current CCA index for lithium
battery, which caused by the damage to the
lithium battery.

E) The engine continuously start discharge is
more than 6 seconds caused by the damage
to the lithium battery.

F) The polarity of the lithium battery connects
reversely with the polarity of the engine
caused by the damage to the lithium battery.

G) The engine circuit leakage or too much
electrical appliances of non-original
motorcycle caused by the damage to the
lithium battery due to excessive discharge.

5. We are willing to bear all the responsibility
for the quality of our products in the
warranty period if there is any quality
problem caused by manufacturing defects
or material fluctuations.

5.1 In accordance with the use of product
specifications, the materials and process
defects caused by the quality problems of
lithium battery, please check the below
procedures and Returns MUST be
accompanied by:

A) The copy of original purchase receipt.

B) Please truthfully fill out the warranty card
and describe objectively the status of the
use of products and the phenomenon of
battery failure. And please also provide the
failure scene photos. (Incomplete or non-
objective information will not be accepted by
our company).

C) Please return the fault battery and data to
the W-Standard China Company or Agent.
There will be specially-assigned person to
follow up and proceed.

For some matters not mentioned herein can be
directly negotiated with W-Standard China
Company.
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* % STORAGE

1.The battery capacity is about 85%
capacity and the battery voltage is
13.3 ~ 14.6 V when they left the
factory.

2.Do not put batteries in the place
where there may damage to the
battery or other security risks. Do
not place the battery near the heat
source or long exposure to the sun,
a rising temperature will shorten the
battery life.

3.The battery should be stored in low
temperature with dry environment.
The standard store conditions: at
temperature at 20 ‘Caet 5 Cae—
75%, barometric pressure
86kPa~106kPa.

4.Please ensure the battery or battery
pack SOC=260% before a long-term
storage, Charge the battery once
every 3 months, to ensure the
SOC=260%

5.Store in a dry, ventilated, cool
environment, avoid direct sunlight,
high temperatures, high humidity,
corrosive gas, severe shock and
other conditions.

6.Stop to store under connection of
over load or hidden over load state,
which means prohibit any form of
discharge behavior in storage.

7.1f it is found that there is bulging,
cracks, voltage value lower than
2000mV or other abnormal
situations after long-term storage of
battery and this situation may
occurs, it's possible that the battery
has been damaged, please instantly
contact the relevant technical
department of our company for
support.

8.Please keep the battery away from
the children.

After the battery leave the factory,
the guarantee period is 12 months
with the condition of standard storage

(referred to the storage conditions
and requirements).

@%@é-“m B-10
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. Ensure to keep the battery or battery

pack away from the dangerous goods
or materials, such as corrosive
chemicals, dangerous machinery and
equipment, high-temperature
environment;

Irrational use of the product may
cause smoke, such as external short
circuit, overcharge, high ambient
temperature, etc. In case of smoke,
please cut off the power in time and
hurry to fix it with carbon dioxide or
dry powder fire extinguishers, and
still bury it with the sand or soil. The
whole process must be timely
evacuation of the crowd and give an
alarm if necessary.

Irrational use of the product may
cause the cells bulge, severe cases
may lead to breakage or cracking
plastic case. It should be immediately
stopped to use the battery and
contact our company related
technical department or after sales
service department for treatment.

Don't disassemble, crush, puncture,
high temperature laying or baking
battery, avoid the battery from
excessive vibration amplitude,
external shocks, fall from height etc.,
these could resulted in bodily injury
or property damage.

Do not directly connect battery
positive and negative terminal for
short-circuit, keep avoid to contact

OvTH~<

the battery positive and negative
terminal with any metals or other
conductive objects except the battery
pole pressing bolt and conductive
belt, this may could resulted in bodily
injury or property damage.

6. No expose the battery or put it for
long under the environment above 60
CT? Itis forbidden to try to heat or put
the battery into the fire, which could
result in bodily injury or property
damage.

7. ltis forbidden to charge the battery in
the case of without reasonable
charging protection devices (lithium-
ion battery protection circuit boards
and battery management systems
etc.) or make use of charging device
non-approved by W-Standard
(charger or DC power supply etc.),
which could result in bodily injury or
property damage.

8. It's prohibited to put the battery
immersed in water or other
conductive liquid, which could result
in bodily injury or property damage.

9. Children and other people lack of

knowledge of the safe use of lithium-
ion batteries are prohibited to use
this product, which could result in
bodily injury or property damage.

10.Do not connect this product with other
models or types of batteries in series
or in parallel, which could result in

11

ompliant
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bodily injury or property damage. The
entire power supply system which
includes lithium-ion battery protection
circuit board or battery management
system is forbidden to further connect
in series or in parallel, which could
result in bodily injury or property
damage. If necessary, please contact
the relevant technical department of
our company to get the correct
technical support.

.No keeping store and making use of

battery under strong electrostatic and
magnetic field environments.

STANVDARD
ce

‘THe wnwame CMOL

12.1t is forbidden to disassemble and
destruct battery.

13.Do not use a damaged battery.

14.1f the internal fluid gets into your eyes
when the battery leaks, please
immediately rinse well with water and
hurry to go to hospital for treatment.

15.1f the battery gives off an odor, or
abnormal heating and deformation or
any abnormality, please keep the
battery isolated immediately.

16.Do not discard waste batteries.

B-12
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). WIDTH .{ | LENGHT - .f

VU Aked = an = HEIGHT

cca MAX WEIGHT

Pb Eq
MODEL VOLTAGE POLARITY = . (a) &n#aﬁ)s (KG)

7 102 7 0.71
102 7 0.71
135 9 0.6
135 9 0.6
12 | 155 | 12 0.72
12 | 155 | 12 0.72
14 | 210 | 14 0.91
14 |(210| 14 0.91
18 | 270 | 18 1. 06

+

* WEX1L7-MF 12V | -
* WEX1R7-MF | 12V
WEX1L9-MF 12V
WEX1R9-MF | 12V
WEX2L12-MF | 12V
WEX2R12-MF | 12V
WEX3L14-MF | 12V
WEX3R14-MF | 12V
WEX3L18-MF | 12V

© 0N

A

WEX3R18-MF | 12V 18 | 270 | 18 1. 06
WEXS5L14-MF | 12V 14 | 210 | 14 1. 06
WEXS5R14-MF | 12V 14 | 210 | 14 1. 06
WEX6L21-MF | 12V | (- +] 21 | 315 | 21 1.45
WEX6R21-MF | 12V | [+ -] 21 [315| 21 1.45
WEX6L27-MF | 12V | [-  +] 27 | 405 | 27 1. 61
WEX6R27-MF | 12V 27 | 405 | 27 1. 61
WEX6L36-MF | 12V | [— +] 36 | 540 36 1.93
WEX6R36-MF | 12V 36 | 540 36 1.93
WEX6L40-MF | 12V | [— +| 40 | 605 | 40 2 21
WEX6R40-MF | 12V |[+ -] | 40 |605| 40 2 21

C-1
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LITHIUM
BATTERY

LITHIUM
BATTERY

Battery Type WEX6L40=-MF WEX6R40-MF . Battery Type | WEX6L36~MF WEX6R36~MF
Voltage 12v 12v ’ VOItage 12v 12v
Ah (Pb Eq) 40 40 | Ah (Pb Eq) 1) 36
Max charge Rate(A) 40 40 ' Max charge Rate(A) ae | 36
CCA 605 605 ‘ . cca 540 540
Net Weight(KG) 2.2 2.2 | Net Weight(KG) 1.93 1.93
' Dimensions ' Dimensions
L*W*H (mm) 148+*82+%135 148+*82+*135 | L*W*H (mm) | 148*82*135 148*82*135
— —~ } = TN
Assembly Figure ) O Assembly Figure @, | @, |
Terminal Location ol— +[o ol+ =[O Terminal Location ©o|— +[0 o4+ =[D
LEAD-AC CAPAC APAC LEAD-ACID CAPACITY L W H LEAD-ACID CAPACITY L W H
umnv“:'vrs AH(WFI#QS (mLm) (m“"n) (m':n) I|=.'tf\A1'lt>£An‘§rl("rws 2}!(10»":) (n:n) ln?m) (nrm) BATTERY TYPE AH(10H-R) (mm) (mm) (mm) BATTERY TYPE AH(10H-R) (mm) (mm) (mm)
YIXSOL 30 166] 136 | 175 YHD-13 r— 206 | 133 | 166 | . ) YTXZ24HL 21 | 205 87 163 12N24-4 24 |184|124 179
YIX30L-PW 30 166 126 175 Y6O-N24-A | 28 184 124 175 Appllca_tlon of X | YTX24HL-88 21 208 87 162 ]
YIX30L-88 30 166 126 175 53034 30 | 186|128 167 lead-acid batteries 52015 20 186 82 171 |
. ” YIX30L-BSPW| 30 166 126 175 | ] . s2818 25 186 130 171 1
Appllca_tlon of G . YSO-NZ4A z8 184 124 170 e L ‘
lead-acid batteries YEONZALA 28 Ii‘,“] 124 178 [ 24 184 124 178 ]

YEO-N24AL-B| 28 184 124 175

YB30L-8 30 168 132 176

_YB3qows | 30  |168|132|192
30 |18s 130171 |

GYZ3ZHL 32 166 126|175
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W-STANDARD LITHIUM BATTERY VS YUASA

LITHIUM

e, BATTERY

BATTERY

Battery Type - WEXS6RZ2 1=MF
Battery Type WEX6LZ27=MF WEX6RZ27=-MF Volta;e L - WEXGIL:I e =
Voltage 12v 12v | | =Y
| Ah (Pb Eq) 21 21
Ah (Pb Eq) 27 27 | — T
| Max charge Rate(A) 21 21
Max charge Rate(A) 27 27 , :
‘ CCA 315 315
| GCA 408 205 Net Weight(KG) 1.45 1.45
Dimensions L*W*H (mm) 148*82*135 148*82*135
L*W*H (mm) 148*82*%135 148*82%135 ‘ | [
i | 1 = il ‘ Assembly Figure &) ()
Assembly Figure @ e Termina Logation &= " +[6 [6]4+  =[a
Terminal Location [0 ]=— " +[0] ol+ =[0
LEAD-ACID CAPACITY L W H LEAD-ACID CAPACITY L W H
LEAD-ACID CAPACITY L W H LEAD-ACID CAPACITY L W H BATTERY TYPE AH(10H-R) (mm) (mm) (mm)| | BATTERY TYPE AH(10H-R) (mm) (mm) (mm)
BATTERY TYPE AH(10H-R) (mm) (mm) (mm) | | BATTERY TYPE AH(10H-R) (mm) (mm) (mm) . 4 YTX14L 12 150 87 145 YIX14 | 12 |150| 87 | 145
YIX20L 18 175 | 87 158 YTX20 1B 175| 87 | 166 App||ca.t|on of . " Yrxi14L-88 12 180 87 145 YTX14-88 12 120 | 87 145
Application of AT (SRS A 70N LY | | (SOOI | T vl [ e DR lead-acid batteries | vrxisiss | 16 203 8s 163 | vnian | 12z 150 87 145
_ YTX20HL-BS 18 (175 87 155 § Y™X2oH | 18 175 | 87 (175 GYZ16HL 16 150 87 145 YTX16-88 14 150 | 87 | 161
18 175 B7 1758 |  YIX20HBS 18 175 | B7 | 167 | ’ ) S YTX16-B8-1 14 150 | 87 181
YTX20HL-BSPW 18 | 175 87 1758 | TxaoocH | 18 150 87 "'7?..} YB16B-A 16 160 | 90 | 181
YT19BL-88 17.7 1186 82 | 171 |§ YIX30CHBS8 | 18 150 | 87 (167 YB16B-Al 16 180 | 90 | 161
YB16L-8 19 175 100 155 vyeies | 19 |175|100/175 "HYB16AAB | 16 151 | 91 | 180
__YB1SL-A | 18 180 90 |162 | YB16-8-0X 19 175 100 | 167 | BYZ16H 16 150 | 87 | 145
| vyBiBL-AZ 18 180 S0 (182 YBil6o8 | 19 175100175 KM A 12 |1s0| 87 | 145
YB16CL-B 19 175 100 | 175 YB18-A 18 180 | 90 | 167
YB16HL-AOX 19 175 100 155 | Ysoni1BaAA | 20 [205] 90 [ 175
SYB16L-B 19 175 100 155 ]| GyzzoH | =20 175 | 87 | 187
_YSON1BLA | 20 305 SO0 162
YSO-N18L-AZ2 Z0 205 S0 | 162
YSON1BL-A-CX 20 205 90 |162
| YSO-N1BL-A3 20 205 90 |162
SBYSO-NIBL-AT| 20 205 90 162
GYZ20L 20 175 B7 |155
GYZZ0HL 20 |17s] 87 155
- B1814 18 186 82 171
51913 19 186 82 171
12N1638 | 19 175 100 |15
12N18-3 18 208 so 162
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LITHIUM
BATTERY

LITHIUM
BATTERY

Battery Type | WEXS5L 1 4=MF WEXSR 1 4=MF | . Battery Type _ WEX3L18=-MF WEX3R18-MF
Voltage 12v 12v | Voltage 12v 12v
Ah (Pb Eq) 14 14 Ah (Pb Eq) 18 18
Max charge Rate(A) 14 14 Max charge Rate(A) 18 18

- CCA 210 210 . ccaA 270 270
Net Weight(KG) 1.06 1.06 | . Net Weight(KG) 1.06 1.06
'Dimensions ' Dimensions
L*W*H (mm) | ,, 134+*80O*1 5:5 | 134*80*1 557 | L*W*H (mm) | 148*70*105 148*70*105
Assembly Figure & o | Assembly Figure ® O |
Terminal Location (o ]= " +[o] o1+ =[0]| ‘ Terminal Location (o ]= " +[0] O+ =[0]

CAPACITY L W H CAPACITY L W H
5‘#?3%5 %rm; (mLm) (m"'n) (m’:n) mgnn m (n:;n) (n:‘n) (r:m) wg’vﬁ AH(10H-R) (mm) (mm) (mm) ﬁ#&‘#"nn AH(10H-R) (mm) (mm) (mm)
YTX144HL 12 134 | @9 | 166 || Y™X14aH 12 134 | 89 | 166 | YTX15L 13 175, 87 | 130 Y1xia 10 150 | 87 | 130
YTX14AHL-B8 12 134 89 166 ]| Y’xX14aHBS8 | 12 134 | B9 | 165 Application of YTX15L-88 13 175 87 130 Y1X12-88 10 150 @7 130
C YB12AAL 12 134 80 | 160 YB10A-AZ 11 135 | 90 | 155 lead-acid batteries @ YBi1sAL-A2 16 | 207 71.5 164 YTX12A-88 10 152 86 | 106 |
- ” YB12AL-A 12 (134 eo 1so il vyEizaa | 12 [134| o [155] | 12N12-3B 12 202 76 134 YT12A-88 10 150 87 |105
Apphca.tlon of . YB1ZAL-AZ 12 134 BO 160 YB12A-AK 12 134 | BO | 180 | YT128 10 150 | 87 | 130 |
lead-acid batteries AR 14 134 89 166 YBizAB | 12 134 B0 180 YT128-88 10 150 69 130
 YB14L-A1 | 14 134 89 166 )l YB12BA | 12 134 | BO | 173 | YT128-4 10 150 | 69 | 130
YB14L-AZ 14 134 89 166 ] YB14A2Z | 14 (134 B9 166 Yri4o8e 10 150 70 145
YB14L-B2 14 134 89 166 fl| YB14B2 14 [134| B9 166 | | _2BISEDA 1 1601 9 | 180
| evBi4LAz | 14 134 89 |16 || YB14AA1 | 14 134 89 176 Yizizs | 11 [1s0] 87 [110]
8YB14L-B2 14 134 | 89 | 166 YB14A-A2 14 134 | 89 (176 YTZ148 11.2 |150 | 87 110
12N11-3A1 11 135 o0 155 JJ 12N12a4A1 | 12 |134| B0 |160]
| 12N11-3B 11 135 | 90 | 155
| 12N14-3A 14 134 B9 186

e OFESH & mm r=coea
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LITHIUM

e BATTERY

BATTERY

Battery Type WEXZ2L12=MF WEXZ2R 1 2=MF
Battery Type WEX3L 1 4=MF WEX3R 14~MF | |
oiiase V i i Voltage 12v 12v |
Vv f |
, q Lt Max charge Rate(A) 12 12 |
' Max charge Rate(A) 14 14 ' ‘
| Gt | Net Weight(KG 0.72 0.72 |
Net Weight(KG) 0.91 0.91 DimenSi?s =~ s( ) |
" Din o 1 120*60*92 120*60*92
Ef“v}?'ﬁsim) 148+70%105 148+70+*105 _ L"W'H (mm)
| Assembly Figure | [ () 7 O 7 | #ssembl LFigure O O
u 2, . 15 S erminal Location (& |= " +[6 Bl4 =6
Terminal Location o ]—  +[0] o1+ =[O | | > |+ [
LEAD-ACID CAPACITY L w H LEAD-ACID CAPACITY L w H
LEAD-ACID CAPACITY L w H LEAD-ACID CAPACITY L w H BATTERY TYPE AH(10H-R) (mm) (mm) (mm) BATTERY TYPE AH(10HR) (mm) (mm) (mm)

Application of BATTERY TYPE AH(10H-R) (mm) (mm) (mm) BATYPE AH(OH-R)( () ‘ YTEA 5 131' 2 | 131 YTXTAES e.5 150 &5 | 94 |
Iead_acid batteries — — o | ‘ A l. t- f YT6A 5 I131. 62 [131 YT78-88 5 1150{ 65 | 93 |
l | | l _YiXe88 | 8 |150| 87 | 105 pplication of YB4L-A 4 120 70 | 92 YT78-4 7 150| 60 | 93
YToB-88 a 150| 70 [105 lead-acid batteries =T 4 [1z0/ 70 |93 T & 138 7= |30
YBSL-B s 120| 60 | 130 YB7-A 9 135 75 | 133
YB6L-B & | 138 72.5 100 YBS-B ° (135 75 | 139
YB70-A 8 130, 90 114 YBOA-A ° 135| 75 | 1558
YB7L8 8 135 75 133 12N5-48 5 120 60 |130
YB7L-82 8 135 75 133 12N5.5-4A 55 135 60 | 130
YBOL-AZ e 135 75 139 12N5.5-48 55 137 &1 | 131
YBOL-B8 9 135 75 139 12N7-4A 7 135| 75 | 133
YB10L-AZ 11 135 90 145 12N7-48 | 7 ‘135 75 133
YB1OL-8 11 135 90 145 , 13N9‘45'| 9 "IAB_S.: '75 139.‘
YB10L-BP 12 135 90 145 12N12A4A1 9 185 75 | 138 |
YB10L-B2 11 135 90 145 YTZ108 8.6 |15D B7 | 93 |
12N5-38 5 120/ eo 130
12N5.5-38 5.5 135 60 130
12N7-38 7 |185| 75 (133
12N78-3A 7 135 61 | 131
12N7D-38 7 135 75 150
12N9-3A 9 135 75 139
12N9-3A-1 9 135 75 139
~ 12N9-3B 9 135| 75 139
12N10-3A 10 135 90 145
12N10-3A1 10 135 90 145
12N1D3A2 | 10 | 135 90 145
_12N10388B | 11 | 135] 90 [ 145 |

OFTTH < mm o OFSH < mm e
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W-STANDARD LITHIUM BATTERY VS YUASA

LITHIUM
BATTERY

Battery Type , WEX1 L9=MF WEX1R9-MF _
Voltage 12v 12v |
Ah (PbEq) 9 ]

rMax charge Rate(A) o 9 |
CCA 135 135

' Net Weight(KG) 0.6 0.6
‘Dimensions 1
L*W*H (mm) 113*60*86 113*60+*86
Assembly Figure ) _ O
Terminal Location (@ ]= " +[o] (o |+  =[0]

LEAD-ACID CAPACITY L w H LEAD-ACID CAPACITY L w H
BATTERY TYPE AH(10H-R) (mm) (mm) (mm) BATTERY TYPE AH(10H-R) (mm) (mm) (mm)
| YTX4L-BB 3 114 71 | 86 s = = = e
YT4L-B8 4 114 71 86 - | - - - =]
Application of YTX5L-B8 a4 114 | 71 106 - - - - = |
lead-acid batteries | Y788 6 (114 71 131 2 = ) ) |
YTZSS 4 113 71 | 85 - - - - -
~ yizev s 113 70 os [ - - - ==
\ Y1278 6 113 | 70 105 - e - ver o
yrzev 7 113 70 130 - e =

W-STANDARD LITHIUM BATTERY VS YUASA

LITHIUM
BATTERY

Battery Type

, | WEX1 L7=MF WEX1R7-MF
Voltage 12v 12v

Ah (Pb Eq) , 7  J
Max charge Rate(A) 7 7

7CC7A - 102 102
Net Weight(KG) D.71 0.71
E:'&?'ﬁsz::‘ns‘) | 113*60*86 113*60*86
Assembly Figure ) _ O
Terminal Location [ |=— " +[o] (ol+ =[©

CAPACITY

AH(10H.R
5
5.5 135 | 60 (130

5.5 1137 | 61 | 131 |

-----

114 71  B6
114 71 1106 |
[11a] 71 [1m
113 71  B6
121 62 131
121 62 | 131
‘120 70 92
120 70 o2
[120] eo [130
120 60 130

Application of
lead-acid batteries

|
RN S AR SR S

OFVSH < o e
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MODEL

YEAR

WEX1
113*60*86

WEX2 WEX3
120*60*92| 148*70*105

Notes :Relates to the same model appear two different lithium battery,please choose as below:

WEXS
134*80*155  148*82*135| Acid Battery

|

WEX

6 Original Lead-

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

HONDA

Notes :Relates to the same model appear two different lithium battery, please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

MODEL

YEAR

WEX1
113*60*86

WEX2
120*60*92

WEX3 WEXS
148*70*105| 134*80*155

WEX6
148*82*135

Original Lead-
Acid Battery

” ——— A SR T— 110 CRF110F 13-16  WEXILS-MF YTX4L-BS
nl - 2 :
£ 5% T — 110 Supra 08  WEXILS-MF Y1258
° . 110 Super Cub 110 09-  WEXILS-MF Y1278
50 C110 09  WEXILS-MF Y1278 -
28 D R o 110 Vision 110 - WEXILS-MF YTX7L-BS
50 CHF 50 Metropoiitan, I, SP 02-12  WEX1L9-MF Y1278 L e o HHE0S
&5 - TSGR TS 125 CBR125R 04  WEXILS-MF YT1Zev
s s e AL BRE NTSULES 125 CRF125F 14-16  WEXILO-MF YTX4L-BS
=5 S ST S 125 GROM 13- WEXILO-MF YT1Z5S
£b =y B WAL CTiLEE 125 NES125, Dylan 00-  WEXILS-MF YTX7L-BS
= ity ERTaE RIS 125 PCX 125 10-13  WEXILO-MF Y1Z7S
50 Giorcub 01-  WEX1LO-MF Y1Z7S 125 1S - WOl AT
50 Giorno (JBH-AF70) 11- WEX1L9-MF YTX4L-BS »D e R i LIRS
20 G5 e Py s 125 SH125 01-  WEXILS-MF YTX7L-BS
50 Gyro Canopy (TA02) 00-  WEXILO-MF YTX7L-BS 2h EPRCYES S LOZRLS
50 Gyro Canopy (JBH-TAO3) 08-  WEX1L9-MF Y1275 2 VII20G 01-  WEXILO-WE Y1Z7S
=B Gyro Up CTEEE IR 125 WW125EX 10 WEXILS-MF Y1Z7S
50 Gyro X 0 WEXILOME Y alBs 125 XLV125 Valadero 01-  WEXILS-MF Y1278
50 Gyro X Standard 08 WEXILS-MF Y1z78 10 = e IR
50 o O1e  WEK1LONE V1278 150 Foresight 150 WEX1L9-MF YTX7L-BS
50 {oad 01-  WEXILOME Ve 150 NES150 03-  WEXILS-MF YTX7L-BS
50 Little Cub 00-  WEX1L9-MF Y T4L-BS A PLE A0 12 JVEXIO-NE Y1278
50 NCHS0 Metropoitan 1316 WEX1LO-MF YTXAL-BS Lo e PSR YIX7L-8S
50 NPS50 10-  WBX1LO-MF YTZTS 150 SH150 10-  WEXILO-MF YTX7L-BS
50 NPS50, S Ruckus 03-16  WEX1LO-MF Y1Z78 L cibil A 5 ¥IGLES
50 PK Wallaroo WEX1L9-MF YTX4L-BS 200 XR200 00-  WEX1LS-MF YTX7L-BS
50 Press Cub - WEXILO-MF YTX4L-BS 3 CB223S W0 WEKILOME Y1z7s
50 PXR WEX1 LO-ME YBAL-B 225 FTR 06-  WEXILO-MF YTX5L-BS
50 SA Vision - WEXILO-MF YTX4L-BS 230 CRF230L 14 WEXILS-MF Y1zav
50 S001 01-  WEX1LO-MF YTXAL-BS 230 CRF230L, M 08-13  WEXILS-MF Y1278
50 SHS0 Scoopy, Crea 01-  WEXILO-MF Y1278 230 CRF230F, L (-07) 03-16  WEXILS-MF YTX5L-BS
50 Shadow 50 01-  WEX1LS-MF YTX4L-BS 230 SL230 WEX1LS-MF YTXSL-BS
50 Sky 00-  WEX1LO-MF YTX4L-BS 230 XR230 01-  WEX1LS-MF YTZ7S
50 SP Dio WEX1 LO-MF YTXAL-BS 250 CBR250R 11-13  WEXILS-MF YTX7L-BS
50 SR50 97-  WEX1LS-MF YTX4L-BS 250 CBR250RR - WEX1LS-MF YTX7L-BS
50 Super Cub 50 07- WEX1LS-MF Y T4L-BS 250 CBX250 Twister WEX1LS-MF YTX7L-BS
50 Tact 01-  WEX1LS-MF YTZ7S 250 CMX250 C Rebel 96-16  WEX1LS-MF YTX7L-BS
50 TCS0 00- WEX1LS-MF YTX7L-BS 250 CMX250C3 01- WEX1LS-MF YTX7L-BS
50 Zoomer 01-  WEX1LS-MF Y1278 250 CN250 Helix, Fusion Type XX 86-07 WEX2R12-MF YTX12-BS
80 CHg0 Bite 93-07 WEX1LS-MF YTX5L-BS 250 CRF250L 13- WEX1LS-MF YTX7L-BS
90 TRX90X, EX 06-16 WEX1L9-MF YTX5L-BS 250 CRF250M 13- WEXILS-MF YTX7L-BS
100 Lead 08  WEX1LO-MF YTX7L-BS 250 CRF250X, XD 04-16  WEXILO-MF YTX5L-BS
100 Lead EX 10-  WEX1L9-MF YTX7L-BS 250 Faze 09- WEX2R12-MF Y1Z128
100 SCV100 03- WEX1Lo-MF YTX5L-BS 250 FES250 Foresight 01- WEX2R12-MF YTZ12S
110 Benry 110 12 WEX1L9-MF YTX4L-BS 250 Forza Si 13- WEX2R12-MF Y1Z128
110 C110 09  WEX1LS-MF Y1278 250 Forza X, Z 01- WEX2R12-MF YTZ12S
110 C110B 10 WEX1L9-MF Y1278 250 NSS250 10- WEX2R12-MF Y1Z128
110 Click 08 WEX1LS-MF Y1258 250 NSS250 Jazz 01- WEX2R12-MF YT1Z12S

> OVE H < mm e OVESH < am - 2
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HONDA

MODEL

YEAR

WEX1
113*60*86

WEX2 WEX3
120*60*92| 148*70*105

WEXs |
134*80*155  148*82*135| Ac

Notes :Relates to the same model appear two different lithium battery,please choose as below:

WEX6 Original Lead-
Battery

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

250 NSS250 Ref lex 01-07 WEX2R12-MF YTZ12S
250 PS250 Big Ruckus 05-06 WEX2R12-MF YTZ12S 200 CBRI0O0R L WEXCRIZW: Y1210S
b SNOED 5.4 WO T8 500 CX500 Custom WEX5L14-MF YTX14AHL-BS
250 TRX250 EX, TE, TM 01-13 WEX2R12-MF YTX9-BS o FSCO00 Saver Wing fe WEXGRIS-MF Y1z12s
250 TRX250 FourTrax Recon, ES 97-07 WEX2R12-MF YTX12-BS oo (8600 & rbmet, ABS 01-07 WEXIL9-MF YTX7L-BS
250 TRX250 Recon, ES 97-03 WEX2R12-MF Y TX12-BS o CE00 .28 02 WEXILS-MF YTXTL-8S
250 TR2S0TE, TM, FourTraxRecon ~ 97-16 WEX2R12-MF Y TX12-BS o0 CBo0OF gr- WEX2R12-MF Y1Z210S
250 TRX250X, EX 01-16 WEX2R12-MF YTX9-BS o CBG00F (599} 0400 " WEXILO-WE YIX7L-BS
250 V/T250C V-Twin Magna WEX1L9-MF Y1Z7S 800 SBHN 91 WEKCRI2-Me ¥12103
250 VIRF 1314 WEXILO-MF Y1Z78 b CORDOIN N ot B
250 VTR250. RD 1013 WEXILO-ME YTZ7S 600 CBF600S, SA 03-07 WEXILS-MF YTX7L-BS
250 VTR250 14 WEXILO-MF Y1278 o i = BNES Y1Z108
250 VTR250 Type LD 14~ WEXILO-MF Y1275 600 CBR600 F4i, 600RR 01-13 WEX2R12-MF YT1Z10S
250 XR250 - WEXILS-MF Y TX5L-BS SLL Sl e L2 YIZ103
250 XR250 Tornado WEX1L9-MF Y TX7L-BS 600 CBRB00F/SP 01- WEXZR12-MF YT1Z10S
300 CB300F 1516  WEXILS-MF Y TX7L-BS o Sii Ll O WETIOENE: Y1210S
300 CBR300R 1516  WEX1LS-MF Y TX7L-BS 600 FSCB00 02-13 WEX3R18-MF YT1Z125
300 NSS300 Forza 14-16 WEX2R12-MF (WEX3R14-MF) Y1Z128 600 FJS600, Siver Wing 01- WEXSR18-MF Y1Z128
300 SH300 10- WEX2R12-MF (WEX3R14-MF) Y1212 AL EEERE R e SEESEHS 0N LA
300 TRX300X, EX 93-12 WEX2R12-MF (WEX3R14-MF) YTX9-BS 600 Shadow 600 - WEXGR18-MF YTXS-BS
350 TRX350 Rancher 00-06 WEX2R12-MF (WEX3R14-MF) Y TX14-BS 600 Siiver Wing GT 600 09- WEX3R18-MF YTZ12S
400 400X 13- WEX2R12-MF YTZ10S 600 VT600 C, CD Shadow Deluxe 04-07 WEX2R12-MF YTZ10S
400 CB400 Super Boldor 05- WEX2R12-MF YTZ10S 600 VTB00C, CD Shadow Deluxe, VLX 88-03 WEX3R18-MF YTX9-BS
400 CB400 Super Four 01- WEX2R12-MF YTZ10S 650 CBB50F 14- WEX2R12-MF YTZ108
400 CB400D¥YSD - WEX2R12-MF YTZ10S 650 CBRE50F 14- WEX2R12-MF YTZ10S
400 CB400SF/SB 10-14 WEX2R12-MF YTZ10S 650 NTE50V Deauville 98-05 WEX2R12-MF YTZ10S
400 CBR400R 13- WEX2R12-MF YTZ10S 650 XL650, V, Transalp 01- WEX3R18-MF YTZ12S
400 CBX400F/F Il - WEX5R14- MF YB12A-A 650 XRE50L 93-16 WEX3R18-MF YTX9-BS
400 NS400 R/Raiden WEX1LS-MF YTX5L-BS 680 DN-01 09-13 WEX3R18-MF YTZ14S
400 NV400 DC Shadow 01- - WEX3R14-MF YTX14-BS 700 CTX700 14-16 WEX3R18-MF YTZ128
400 NV400 DC Shadow Skasher 01- WEX2R12-MF YTZ10S 700 CTX700C,N 13- WEX3R18-MF Y1Z12S
400 NV400 Steed 01- WEX2R12-MF YTZ10S 700 Integra 12- WEX3R18-MF YTZ128
400 RVF400 {NC35) WEX1R9-MF Y TX7A-BS 700 NC700J 15-16 WEX3R18-MF YT1Z12S
400 Shadow Classic 400 08- WEX2R12-MF YT1Z10S 700 NC700 - WEX3R18-MF YT1Z128
400 Shadow Custom 400 08- WEX2R12-MF YT1Z10S 700 NC700S, X, XD 12-16 WEX3R18-MF YT1Z12S
400 Silver Wing 400 01- WEX3R14-MF Y1Z12S 700 NC700SE 14- WEX3R18-MF YTZ14S
400 Silver Wing GT400 09- WEX3R14-MF YT1Z12S 700 NT700V Deauville 06-15 WEX3R18-MF YTZ14S
400 TRX400 Rancher AT 04-06 WEX3R14-MF Y TX14-BS 700 XL700V 11- WEX3R18-MF YTZ14S
400  TRX400X, EX, FourTrax, Sportrax ~ 99-13 WEX3R14-MF YTX9-BS 745 NM4-01, 02 15-16 WEX3R18-MF YTZ12S
400 TRX400FW Foreman 95-03 WEX3R14-MF (WEXBR21-MF) Y TX14-BS 750 CB750 F I 91- WEXSR14-MF YB14-A2
400  TRX420 Fourtrax Rancher 4x4 WEX3R14-MF (WEX6R21-MF) Y TX14-BS 750 CB750 Nighthaw k 91-03 WEX5R14-MF YB14-A2
400 VT400S 10- WEX2R12-MF Y1Z10S 750 CRT750 45 . WEX3R18-MF YTX9-BS
450 CRF450X, XD 05-13  WEX1L9-MF Y1278 750 NC750J 14- WEX3R18-MF YTZ128
500 CB500 04- WEX2R12-MF YT1Z10S 750 NC750L WEX3R18-MF Y1Z128
500 CBS00F 13-16 WEX2R12-MF YTZ10S 750 NV750 Shadow Slasher 01- WEX3R18-MF YTZ14S
500 CBS500R 13- WEX2R12-MF YTZ10S 750 RVF (RCA5) . WEXBR21-MF  YTX14-BS
500 CB500X 13-16 WEX2R12-MF YTZ10S 750 NC750SEXE 14 WEX3R18-MF YT1Z14S

D-3 D-4

OV H < am e

MODEL

WEX1
YEAR 113*60*86

WEX2 WEX3 WEXS W
120*60*92| 148*70*105| 134*80*155 148*82*135

Notes :Relates to the same model appear two different lithium battery, please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

CBF500

WEX2R12-MF

EX6 Original Lead-
Acid Battery

YTZ10S

OFTH < mm o
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STANDARD’

R

LITHIUM e

E-BATTERY

RoHs UN 383

HONDA

MODEL

HONDA

YEAR WEX1 WEX2 WEX3 WEXS5 inal Lead-
113*60*86 | 120*60*92| 148*70*105| 134*80*155 148*82”135 A ?d Battery

WEXS inal Lead-

MODEL WEX1 WEX2 WEX3
113*60*86 | 120*60*92| 148*70*105 | 134*80*155 148*82*135 A cid Battery

YEAR

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

Notes :Relates to the same model appear two different lithium battery,please choose as below:

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

750 VF750C, C2, D Magna 94-03 WEX3R18-MF YTX12-BS feoh CEIIODAEA bt il LSS
750 VT750 10-14 WEX3R18-MF YTZ148 e M0 T NI UL
750 VT750 C h WEX3R18-MF YTZ14S 1300 CB1300 Super Four 01-13 WEX3R18-MF YTZ14S
750 VT750C, CA, C2 04-08 WEX3R18-MF YTZ128 1300 CB1300 Super Four/ Super BolD'  14- WEX3R18-MF Y 12148
750  VT750CD, CD2 Shadow Deluxe  98-02 WEX6R21-MF  YTX14-BS 1300 CB1300DC%4 Type LD 01- WEX6R21-MF  YTX14-BS
750 ACE 750 02-03 WEX6R21-MF  YTX14-BS 1300 CTX1300 14- WEX3R18-MF Y1Z148
750  VT750DC, A, B Shadow Spirt  01-07 WEX3R18-MF YTZ148 1300 Pan-Eiropean WEX3R18-MF YTZ14S
750 VT750RS, C28 10-13 WEX3R18-MF Y1Z148 500 STH300 064 WEX3RI 8-MF V145
7= AECL b AELIB LA TIZHa 1300 ST1300, A, P 03-12 WEX3R18-MF Y2148
750 XRV750 African Twin - WEXBR21-MF  YTX14-BS - STH0/ A RE - ST T
800 VFRB00 01- WEX3R18-MF Y1Z2128
800  VFRB0D, A Interceptor, ABS  02-12 WEX3R18-MF YT2128 oo AL 0512 HEAIGI S LICTSS
B0 SFRETIE idite WEXBRIBE rsmcss 1300 VT1300CS, CR CT, CXA FURY 0916 WEX3R18-MF YT1Z148
800 VFRBOOF | 02 WEX3R18-MF YTZ12S 1300 V' T1300 14- WEX3R18-MF YTZ14S
800 VFRB00P 01- WEX3R18-MF YTZ148 1300 VTX1300C, S Retro 0312 WEX6R21-MF  YTX14-BS
800 VFRBO0X 13-14 WEX3R18-MF YT1Z12S 1300 VT1300CX 15- WEX3R18-MF \aralts
800 VFR800XF 14- WEX3R18-MF YTZ128 1300 VTX1300R S, C WEX6R21-MF  YTX14-BS
900 CBY0OF Hornet 02- WEX2R12-MF Y1210 1300 X4 WEX6R21-MF  YTX14-BS
900 CBR9O0ORR FireBlade 00-02 WEX2R12-MF Y2108 TR GL1500 Vakyrie GG WEEBT N  FoOns
200 e o0 WEXIRLENE TIA0E 1800 GL1800BF 14- WEX6L36-MF  GYZ20L
900 CBR954RR 01- WEX2R12-MF Y2108
B CB00F (919) T T TS 1800 GL1800C, CF 14- WEX6L36-MF  GYZ20L
a5 promr————— D00 e m—— TE0S 1800 GL 1800 Gold Wing 01-08 WEX6L36-MF  YTX20L-BS
954 CBR954RR 02-03 WEX2R12-MF YTZ10S 1800 GL 1800 Gold Wing 09-13 WEX6L36-MF  GYZ20L
1000 CB1000R 09-16 WEX2R12-MF YTZ10S 1800 GL1800A Gold Wing 01-08 WEX6L36-MF YTX20L-BS
1000 CBF1000F 09-10 WEX2R12-MF Y2108 1800 GL1800,D 08- WEX6L36-MF  GYZ20L
1000 CBR1000RR 08-16  WEX1LS-MF YTZ7S 1800 GL1800F 14- WEX6L36-MF  GYZ20L
1000 CBR1000RA(ABS) 08-16 WEX2R12-MF YT1Z108 1800 GL1800F6C 15- WEX6L36-MF  GYZ20L
. e = R AU 1800 NRX1800 Valkyrie Rune 04-05 WEX6L36-MF  YTX20L-BS
N CERHNNRR: TR 007 NEERIE AU 1800 VTX1800 ALL 02-11 WEX6L36-MF  YTX20L-BS
1000 CBR1000RR Fireblade 07-  WEX1L9-MF Y1278
1000 CRF1000L Africa Twin 16- WEX3R18-MF YT1Z14S
1000 RC213V-S 16-  WEXIL9-MF Y TX5L-BS
1000 RV T1000R RC51 00-06 WEX3R18-MF Y1z128
1000 VTR1000SP 00- WEX3R18-MF Y1128
1000 VTR1000SP I 4 WEX3R18-MF YTX12-BS
1000 XL1000V V aradero 97-13 WEXBR21-MF Y TX20CH-BS
1000 XL1000V 10-12 WEX6R21-MF  YTX20A-BS
1100 CB1100, C, AC 10-12 WEX3R18-MF Y1Z14S
1100 CB1100 EX 15- WEX3R18-MF Y2148
1100 CBR1100 XX 01- WEX3R18-MF Y1125
1100 ST1100, A Police, Pan Eur. 90- WEXBR21-MF  YTX14-BS
1100 ST1100, ABS-TCS,1100A 91-02 WEX6R21-MF  YTX14-BS
1100 VT1100 C2 Shadow Sabre 00-04 WEX6R21-MF  YTX14-BS
VT1100C, C3, T Shadow (Spirit,
1100 PR Tomr‘] P 01-07 WEX6R21-MF  YTX14-BS
1100 VT1100C2 Shadow Sabre 00-07 WEX6R21-MF  YTX14-BS 0ol
1200 VFR1200F, FD, X 10-13 WEX3R18-MF Y2148
OFSH < mu e OFSH < mm e
HONDA HONDA
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STANDARD’

K You | www.wstandard-energy.com
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SLITHIUM: TOV ——

E'BATTERY TUV 150 %001

s ;UN 38.3

YAMAHA

MODEL

01 100 116461

YAMAHA

ce MODEL R | WEX1 WEX2 WEX3 WEXS ’ WEX6 | Original Lead-
113*60*86 | 120*60+92| 148+70*105 | 134*80*155 148+82+135| Acid Battery

vean || X1 WEX2 | WEX3 WEX5 WEX6 | Original Lead-
113*60*86| 1206092 148*70*105| 134*80*155  148*82*135| Acid Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below:

if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model 150 FZ150 WEX1L9-MF YTZ5S
50 ALL WEX1LS-MF 150 YP150, E 08-  WEX1L9-MF YB7L-B2
20 T90D, N - WEX1LS-MF YTX4L-BS 150 YTZF-R15 - WEX1LS-MF YTZ5S
20 YASO 93-  WEX1LS-MF YT4L-BS 155 Smax 15-16  WEX1LS-MF YTZ7S
100 XC100 07  WEX1RS-MF Y T7B-BS 155 XC155 Majesty S WEX1R9-MF YT7B-BS(WC)
100 YN100 09- WEX1LS-MF YT4L-BS 180 YP180E 09- WEX1LS-MF YB7L-B2
100 YW100EL 09-  WEX1LS-MF YT4L-BS 200 AG200FE WEX1LS-MF YTZ7S
105 T105E, SE WEX1LS-MF 12N5-3B 200 TW200 87-16 WEX2L 12-MF YB7C-A
110 T110S, SE, SEC, LSE - WEX1LS-MF 12N5-3B 225 TTR225 99.05 WEX2R12-MF YB7B-B
110 YBR110A WEX1LS-MF Y BSL-B 225 TW225E - WEX2L 12-MF YB7C-A
115 AF115 - WEX1LS-MF Y TZ5S 225 XT225 01-07 WEX1LS-MF YTZ7S
115 AL115,C, F WEX1LS-MF Y BSL-B 230 TTR230, T, V 05- WEX1LS-MF YTX5L-BS
115 AL115, S, C 07-  WEX1LS-MF Y TZ5S 230 TTR230E 06-12 WEX1LS-MF YTX5L-BS
115 AT115,C WEX1RS-MF YB7B-B 250 CP250, V 05- WEX2R12-MF YTZ10S
115 T115LE, LSE 09-  WEX1LS-MF YBSL-B 250 Maxam -12 WEX2R12-MF YTZ10S
125 Maxster 125 00-  WEX1LS-MF YB7L-B 250 Morphous 06-07 WEX2R12-MF YTZ10S
125 MW125 Tricity 14-  WEX1LS-MF YTZ7S 250 R250 14- WEX1LS-MF YTZ8V
125 NXC125 04- WEX1RS-MF YTX7A-BS 250 SEROW250 05- WEX1LS-MF YTZ7S
125 RS125 - WEX1LS-MF YB10L-B 250 TT250, RV 99- WEX2R12-MF YT7B-BS
125 Teo's WEX1LS-MF YB7L-B 250 TTR250 99.06 WEX2R12-MF YT7B-BS
125 TTR125E, LWE 09-  WEX1LS-MF YT4L-BS 250 VP250 07- WEX2R12-MF YTXS-BS
125 TTR125E, -S, LE, LES, LWE 03-16 WEX1LS-MF YTX4L-BS 250 WR250(ALL) 03-12 WEX1LS-MF YTZ7S
125 TW125 02-04 WEX1LS-MF YTZ7S 250 XG250 04-  WEX1LO-MF YTZ7S
125 TZR125, R WEX1LS-MF Y BSL-B 250 X-MAX 10-12 WEX2R12-MF YTXS-BS
125 WRI125R, X 09- WEX1RS-MF 12N5.5-4A 250 XT250, X 08-12 WEX1LS-MF YTZ7S
125 XC125, CR 07-089 WEX1RS-MF YT7B-BS 250 XT250V 06 WEX1L9-MF YTX7L-BS
125 XC125 Cygus-X 04-  WEX1RS-MF YTX7A-BS 250 XTZ250 07-  WEX1L9-MF YTX7L-BS
125 XC125E WEX1RS-MF YTX7A-BS 250 XV 250 7 WEX2L 12-MF YB10L-A2
125 XC125R, T, TR Cygnus 93-  WEX1R8-MF YTX7A-BS 250 XV250YCR V Star 250 09-16 WEX2L 12-MF YB10L-A2
125 XC125SR Cygnus X WEX1RS-MF YT7B-BS(WC) 250 XV250 Virago 95.03 WEX2L 12-MF YB10L-A2
125 XC125TRB 07  WEX1RS-MF YTX7A-BS 250 XVS250, S 04-  WEX1LS-MF YTZ7S
125 XTZ125E K, XE XK WEX1LS-MF Y BSL-B 250 YBR250 07- WEX1L9-MF YTX7L-BS
125 XV125 97-  WEX1LS-MF YB10L-A2 250 YP250 07- WEX2R12-MF YTZ10S
125 XVS125 01-04 WEX1LS-MF YTZ7S 250 YP250R - WEX2R12-MF YTXS-BS
125 YBR125DX 09-  WEX1LS-MF YBSL-B 250 YP250RA WEX2R12-MF YT7B-BS
125 Y B125E, C, CE WEX1LS-MF Y BSL-B 250 YP250 DX/ABS Majesty 096-03 WEX2R12-MF YT7B-BS
125 YBR125ED 07-09 WEX1LS-MF YTX7L-BS 250 YP250,L,C, G 04- WEX2R12-MF YTSB-BS
125 YBR125EG, EGD 05 WEX1LS-MF Y BSL-B 250 YP250, YP250R, YP250RA 07- WEX2R12-MF YTX9-BS
125 YJ125T Vino 125 04-07 WEX1RS-MF YTX7A-BS 250 YP250R 07- WEX2R12-MF YTX9-BS
125 Y P125R Majesty 99-  WEX1LS-MF Y B7L-B 250 YS250 06- WEX1LS-MF YTX7L-BS
125 YP125, E 09  WEX1LS-MF YB7L-B 250 YZ250FX 15-  WEX1L9-MF YTZ7S
125 YZFR125 09-13 WEX1LS-MF 12N5.5-3B 250 YZF-R25 15- WEX1L9-MF YTZ8V
125 YW125 09-  WEX1RS8-MF YT7B-BS 250 MT-25 15- WEX1LS-MF YTZ8V
125 Zuma 125 09-12 WEX1RS-MF YT7B-BS 300 VP300 04- WEX2R12-MF YTX9-BS
135 AT135 Cast - WEX1LS-MF Y TZ5S 300 MT-03 15- WEX1L9-MF YTZ8V
135 JT135, T135FI o7 WEX1LS-MF Y TZ5S 321 YZF-R3 15. WEX1L9-MF YTZ8Y
135 T135SE, SEC, HC - WEX1LS-MF YBSL-B e Drag Star ' ' PR baes
135 T135FI 09- WEX1LS-MF Y TZ5S XV S ,XVS400, Classic, Classic

OV H < am e

OVESH < mu r=coeen
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SLITHIUM s

E-BATTERY

RoH$ ;UN 38.3

YAMAHA

MODEL

YAMAHA :

_ _ WEX1 WEX2 WEX3 WEX5
WEX1 WEX2 WEX3 WEX5 | WEXé Original Lead-

cc‘ MODEL YEAR | 113+60*86 | 120*60*92| 148*70*105 | 134*80*155 | 148*82*135 A Battery

YEAR , WEX6 Oﬂ?Inal Lead-
113*60*86 | 120*60*92| 148*70*105| 134*80*155 148*82*135| Ac

d Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

Notes :Relates to the same model appear two different lithium battery,please choose as below:

if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model 1000 FZS1000 FZ1 06-15 WEX3R18-MF YTZ14S
5t DragStar XV S400 (EBL- i SR i 1000 YTZF-R1,W,WC 04-12 WEX2R12-MF YTZ10S
V HO2J/ HBO2E) 1000 YTZF-R1 98-03 WEX3R18-MF YT12B-BS
400 SR400 10-12 WEX2L12-MF YT4B-BS 1000 YZF-R1,Y,TC 04-09 WEX2R12-MF YTZ10S
400 XJR400R 04- WEX3R14-MF YTX9-BS 1000 YZF-R1 LEV 6 WEX2R12-MF YTZ10S
400 Xvs400,C 4 WEX3R14-MF YT12B-BS 1000 YZF-R1S 6 WEX2R12-MF Y1Z10S
400 YP400, A, G, Majesty 04-12 WEX3R14-MF YT9B-BS 1000 YZF-R1 MS 16 WEXILO-MF YTZ7S
450 WR450 03-16  WEX1L9-MF YT1Z78 1100 XVS1100 99- WEX6R21-MF  YT14B-BS
450 YZAS0FX 16 WEX1LO-MF Y1275 1100 XV 51100 V-Star (Al) 99-07 WEX6R21-MF  YT14B-BS
S AN S WEERIEME WIREE 1100 XVS1100A, W, WC 01- WEXBR21-MF  YT14B-BS
S0 IMAKE00 11 WE2B1a AL 1100 YVX11AWY, AWYC, AY 09- WEX6R21-MF  YT14B-BS
o ZERON: 2 A0 Lz EERItE RIEEES 1200 V/MX1200 V-MAX 85-07 WEX3L18-MF YB16AL-A2
SO0 APSOD; Apt 0600 WERIRIZBE S 1200 XT1200Z Super Tenere 12-16 WEX3R18-MF YTZ12S
S0 REST N s WEERIZME 12U 1300 FIR1300, A, ES 03-16 WEXGR21-MF  YT148-8S
Zzg ng;sxs:o 015?1'6 ng::ixi Y;Z::S 1300 XJR1300 (EU) 07-15 WEX3R18-MF YTZ14S
600 FZR&00, Ej RE, REC 93 WEX5L14-MF YB12AL-A2 A AR i eI 00
1300 XVS1300A, AY 07- WEXBL27-MF  YTX20L-BS
b i) S WECRIENE: il 1300 XVS13AY V Star 1300, Stryker  09-16 WEX6L27-MF  YTX20L-BS
600 TT600RE 4 WEX3R14-MF Y T9B-BS .
o XJ6 (ALL) NSRRI TREE 1300 XVZ13CT, CTS 09- WEX6L27-MF  YTX20L-BS
600 YZF600FGC, RG, RW 95- WEX3R18-MF YTX12-BS S0 S AN T T Rle e V) 2180210 i
600 YZF600R, Thunder Cat 95.07 WEX3R18-MF YTX12-BS 1300 XVZ1300 AT Tour Classic 9g. WEXBL27-MF  YTX20L-BS
600 YZF-R6 99-00 WEXR18-MF YT12B-BS 1300 XV Z1300A Royal Star 96- WEX6L27-MF  YTX20L-BS
600 YZF-R6 (Excl. R6S) 06.16 WEX2R12-MF YTZ10S 1300 XVZ 1300TF Royal Star 00- WEX6L27-MF  YTX20L-BS
600 Y ZF-R6, R6S 01-07 WEX3R18-MF YT9B-BS 1600 XV1600 Road Star 99-03 WEXBL27-MF  YTX20L-BS
600 YZF- m' S, SC, SV, Y 01-05 WEX3R18-MF YTOB-BS 1600 XV 1600A Wild Star 00- WEX6L 27-MF YTX20L-BS
650 XVFB0ORT, C 5 WEX3R18-MF YTX12-BS 1700 MT-01 (BJ) 05-12 WEX3R18-MF YT14B-BS
650 XVS650 V-Star (All) 08-16 WEX3R18-MF YT12B-BS* 1700 XV1700A Road Star, Silverado 04-07 WEX6L 27-MF YTX20L-BS
650 XV S650, W, WC 97- WEX3R18-MF YT12B-BS 1700 XVIT00ATMV , AV, AVC s YTX20L-BS YTX20L-BS
650 XVSB50A Drag Star Cla. Q9. WEX3R18-MF YT12B-BS 1700 XV1700P Road Star Warrior 02-09 WEX6R27-MF YT14B-BS
650 XVS650AY, V, VC WEX3R18-MF YT12B-BS 1700 XV1700PC, CMV 02- WEX6R27-MF  YT14B-BS
660 Burgman WEX3R18-MF (WEX6R21-MF)  YTX14-BS 1700 VMAX 09-16 WEX3R18-MF YTZ14S
660 MT-03 06-12 WEX3R18-MF YT9B-BS 1854  Roadiiner, Raider, Stratoliner ~ 06-14 WEX6R27-MF  YT14B-BS
660 XT660X,RZ, Tenere (EU)  04-12 WEX2R12-MF YTZ10S 1854 Raider, Raider S 08-16 WEX6R27-MF  YT14B-BS
700 MTO7 15-16 WEX2R12-MF YTZ10S 1854 XV19CSY, CSYC, CY,CYC 09- WEX6R27-MF YT14B-BS
700 FZ-07 15 WEX2R12-MF Y TZ10S 1900 XV1900, A, CT 07- WEX6R27-MF  YT14B-BS
750 FZR750 91 WEX3R18-MF YTXS-BS 1900 XV18SV, SVC, CTSV 6 WEXBR27-MF YT14B-BS
800 FZ8 11-12 WEX2R12-MF YTZ10S
850 FJ-09 15-16 WEX2R12-MF YTZ10S
850 FZ-09 14-16 WEX2R12-MF YTZ10S
850 MTO09 14- WEX2R12-MF YTZ10S
900 TDMS00, A 04-12 WEX3R18-MF YT12B-BS
900 XJ900P . WEXBR21-MF  YTX14-BS
900 XJ900S Diversion 95.02 WEXBR21-MF  YTX14-BS
950 Bolt, Boit R-SPEC 14-16 WEX3R18-MF Y TZ14S
950 XVS950A 09- WEX3R18-MF YTZ14S
950 XVS95CT,YV Star 950, Tourer 09-16 WEX3R18-MF YTZ14S
1000 FZ1 1000(ALL) 06-12 WEX3R18-MF YTZ14S
1000 FZS1000 FZ1 01-05 WEX3R18-MF YT14B-BS
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SUZUKI

SUZUKI

MODEL

Original Lead-
Battery

WEX2 WEX3 | WEXS5 WEX6

WEX1
120*60*92| 148*70*105| 134*80*155| 148*82*135 Ac

WEX6 Original Lead- 113*60*86

YEAR WEX1 WEX2 WEX3 WEXS
113*60*86 | 120*60*92| 148*70*105 | 134*80*155 148*82*135| Acid Battery

Notes :Relates to the same model appear two different lithium battery.please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below: if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

650

03-16

WEXE6R21- MF

Y TX14-BS

50 Address V 50 08-  WEX1L9-MF Y TAL-BS ANG50 Burgman
50 AJS0 ZZS 2 WBALS-MF YTAL-BS 850 DL650 V-Strom ABS, Adventure  04-16 WEX3R18-MF YTX12-BS
50 Let's 4, Pallet, Basket 04-  WEXILS-MF Y TAL-BS oo Ll 13 DEXIRIAME LIRS
o 650 DRB50SE, SEU 91-04 WEX3R18-MF YTX9-BS
552 B';dézoso 0;_ :xg((: t::; :.Tr:':: 650 DRG50SES 95- WEX3R18-MF YTX12-BS
% s A ER 650 LS650 Savage, S40 86-13 WEXSL 14-MF YTX14AHL-BS
650 LS650, F, P Savage -3 WEX5L 14-MF YTX14AHL-BS
% LZEw: B WEXILOA L 124L-BS 650 LS850, F, P Savage 95-01 WEX5L 14-MF YTX14AHL-BS
o x5 = WEXILENE RS 650 SV650 99-02 WEX 3R18-MF YT12A-BS
& 2800 WXL W LI -Ba 650 SV650, A, SA 03-10 WEX3R18-MF YT12A-BS
20 FB30 -2 WEX1LO-MF YT4L-BS 650 SV650, S 83-13 WEX3R18-MF YTX12-BS
200 DR200S 15-16  WEX1L9-MF YTX7L-BS 650 SFV650 Gladius 09-10 WEX3R18-MF YT12A-BS
200 DR200SE 96-13  WEX1LS-MF YTX7L-BS 650 XF650 Freew ind -2 WEX3R18-MF YTX9-BS
200 T200,TC200 WEX2L12-MF Y BSL-B 650 GSX650/F = WEX3R18-MF YTX9-BS
200 RV200 -2 WEX1LS-MF YTX7L-BS 750 GSX750F Katana 98-06 WEX3R18-MF YTX9-BS
200 UH200A Burgman 14-16  WEX1RS-MF (WEX3R14-MF ) Y TX8-BS 750 GSX750P ~ WEX3R18-MF YTX12-BS
200 Van Van 200 02-  WEX1LS-MF YTX7L-BS 750 GSX-R750 00-13 WEX3R18-MF YT12A-BS
250 AN250 Burgman 02- WEX2R12-MF (WEX3R18-MF) Y T12A-BS 750 GSX-8750 15-16 WEX3R18-MF YT12A-BS
250 Big Boy -2 WEX2L12-MF Y B10L-A2 goo VLBOO Intruder Volusia, Boulevard o0 WEX3R18-MF YTX12-BS
250 DR250 1 WEX1LS-MF Y TX5L-BS C50, T, M50
250 DR-Z250 01-07  WEX1L9-MF Y1278 so0 /SB00CLS hsl;t"]def. Bouleverd ., WEX6R21-MF  YB16B-A1
- \ o -
2553 Glas??r:ch::C;ZBoy oi WEX1LO-ME e 1?;%2: 11(13% vza%?_ :/:)a(;;uder 97-208 WEX 3R18-MF — ‘\; :;1 i-g:
\ . 4-M Q- z & =
;552 Gwzso/:ixsjzum 13;516 zvvzz:: 4.:;. :.IXXQ_BBSS 1000 DL1000 V-Strom 02-16 WEX6R21-MF  YTX14-BS
280 p 05.12  WEXILONE VTXTL-BS 1000 GSX-R1000 05-16 WEX3R18-MF YTX12-BS
— R T SRR SRS 1000 GSX-R1000 ABS 14- WEX3R18-MF YT12A-BS
s T DEOX D645 el e N TTLBS 1000 SV1000, S 03-07 WEX6R21-MF  YTX14-BS
1000 TL1000R 98-03 WEX 3R18-MF YT12A-BS
gssg \(/L:nio ; INEXTEDNE e :thzi 1000 TL1000S 97-01 WEX3R18-MF YTX12-BS
1100 TL1000R, 8 98-03 WEX 3R18-MF YT12A-BS
v A O By A0 WERRIENS: RS 1100 TL1000S V 97-01 WEX3R18-MF YTX12-BS
400 Boulevard 400 06- WEXIR14-MF YTX12-83 1200 GS1200SS -2 WEX3R18-MF YTX12-BS
400 DR-Z400, E S, SM 00-13 WEX2R12-MF YT78-8S 1200 GSF1200, S, SA Bandit 97-06 WEX3R18-MF YT12A-BS
400 Gladius 400 ABS 08- WEX3R14-MF YT12A-BS 1250 GSF12508, A Bandit,FA 07-08 WEX3R18-MF YT12A-BS
400 GSF400 ALL . WEX3R14-MF 1250 GFS1250-FA 11- WEX3R18-MF YT12A-BS
400 GSX400FS Inazuma -2 WEX2R12-MF Y TX7A-BS 1250 GSX12508, A Bandit, FA 07-16 WEX3R18-MF YT12A-BS
400 Intruder Classic 400 08- WEX3R14-MF YTX12-BS 1300 Bandit 1250S ABS 14- WEX3R18-MF YT12A-BS
400 SV400S -2 WEX3R14-MF Y TX8-BS 1300 GSX1300BK B-King 8 WEX3R18-MF YTX12-BS
400 VL400 2 WEX3R14-MF Y TX12-BS 1300 GSX1300R Hayabusa 99-07 WEX3R18-MF YT12A-BS
400 VZ400 -2 WEX2R12-MF Y TX7A-BS 1300 GSX1300R, Z Hayabusa 08-16 WEX 3R18-MF Y TX12-BS
500 GS500, F 01-07 WEX2L12-MF YB10L-A2 1400 GSX1400 2 WEX6R27-MF  YTX14-BS
500 GS500E 89-04 WEX2L12-MF Y B10L-A2 1400  VS1400GL Intruder, GLP, S83  87-08 WEX6R27-MF Y TX16-BS-1
500 GS500EN , WEX2L12-MF Y B10L-A2 1400 VS1400GLF, GLP 88-03 WEX6R27-MF  YTX16-BS-1
500 GS500F 04- WEX2L12-MF Y B10L-A2 1500 VL1500 Intruder, C80, T 98-08 WEX6R27-MF  YTX16-BS-1
600 GSF600. S, SU, U, U Il 95- WEX3R18-MF Y TX9-BS 1500 VL 1500 Boulevard C80 14-16 WEX6R27-MF  YTX20CH-BS
600 GSFB00S Bandit 96-03 WEX3R18-MF Y TX9-BS 1500 VZ1500 Boulevard M0 09-16 WEX6R27-MF  YTX20CH-BS
600 GSRE00 3 WEX3R18-MF Y TX9-BS 1600 Marauder, Boulevard M35 04-05 WEX6R27-MF  YTX20CH-BS
600 GSX600F Katana 98-06 WEX3R18-MF Y TX9-BS 1800 VLR1800 2 WEXGR3G-MF Y TX20CH.BS
600 GEX-RE00 o7.16 WEGRIBME V0B 1800 VLR1800 (C109R) 08-12 WEX6R36-MF  YTX20CH-BS
B0 S5 RE00 i WEBRIBNE TS 1800 VZR1800 (M109R) 06-16 WEX6R36-MF Y TX20CH-BS

OVESH=

K = =xawasaki

OFTH « mw re

D-12



f L You www.wstandard-energy.com E= WSTANDARDUSA INC
B Tube

; WWW. ws%angargusa .com é e B
TET T & 10 www.wstandard.eu = :
LITHIUM TOV RoHs [UN 38.3 T ST T
- ’ TUV 150 9001 compliant

E'BATTERY 01 100 116461

R ——
5 et

ooty *, S STANDARD’

[ ——] — cuoiCH

e

et

KAWASAKI KAWASAK |

Original Lead-

WEX1 WEX2 WEX3 WEX6 WEX1 WEX2 WEX3 | WEXS WEX6 | Original Lead-
°°| MODEL YEAR | 113+60*86 | 120*60*92| 148*70%105 [1 34*80*155, 148+82+*135| Acid Battery

MODEL YEAR | 113+60*86 | 120*60*92| 148*70*105 134*80*155| 148+82*135| Acid Battery

Notes :Relates to the same model appear two different lithium battery.please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below: : ‘
if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

110 KLX110L 03-16 WEX1L9-MF YTX4L-BS 750 VN700-A Vukan 86-06 WEX5L14-MF Y TX14AHL-BS
110 KSR110 05-  WEX1L9-MF YT4L-BS 750 Z750 (EU) 09-12 WEX3R18-MF YTX9-BS
125 BN125 01-07 WEX1R9-MEF Y B9-B 750 ZR-7, S (ZR750) 00- WEX3R18-MF YTX12-BS
125 BN125 A1-A2 Eliminator 01-04 WEX1R9-MF Y B9-B 750 ZR750 (Z7508) 05-06 WEX3R18-MF YTX9-BS
125 D-Tracker 125 09- YTXTL-BS 750 ZR750C, D Zephyr F 99-02 WEX3R18-MF YTX12-BS
125 KLX125 13-14 WEX1L9-MF YTX7L-BS 750 ZX750-P Ninja ZX-7TR 96-03 WEX3R18-MF YTX12-BS
125 KMX 125 A1-A8, A 11 86-02 WEX1L9-MF Y BAL-B 750 ZX-TR, P Ninja 96-03 WEX3R18-MF YTX12-BS
125 KMX125 B1-B9 91- WEX1L9-MF Y B4L-B 750 ZXR750, R(ZX750J) a1- WEX3R18-MF YTX9-BS
140 KLX140, L 08-16 WEX1L9-MF YTX7L-BS 750 ZXR750R (ZX750K, M) 91- WEX3R18-MF YTX12-BS
250 250TR (BJ250F) 02-  WEX1L9-MF YTX7L-BS 800 VNBOO Classic B 96-02 WEXER21-MF YTX14-BS
250 D-Tracker {LX250E) 02-  WEX1L9-MF YTX7L-BS 800 VN800 D 99-02 WEX6R21-MF YTX14-BS
250 EL252 96-02 WEX2L12- MF YBOL-A2 800 VNBOO-A, B, C, EVulcan, Classic, 95-03 WEXBR21-MF YTX14-BS
250 Estrella-BJ250 A2, A3, C2, C3 92- WEX2R12- MF { WEX3R14-MF) Y TX9-BS 800  VNBO0-A, B,BXtekan, Classic,  04-06 WEX6R21-MF YTX14-BS
250 EX250 Ninja 95-07 WEX1L9-MF YTX7L-BS 800 W800, Shrdteail Edition 11- WEXER21-MF YTX14-BS
250 EX 250 Ninja 250R -8 WEX1R9- MF YTXTA-BS 800 Z800 13- WEX3R18-MF YTX9-BS
250 EX 250 Ninja 250R 09-13 WEX2R12- MF { WEX3R14-MF ) Y TX9-BS 800 VN800,B,C, D 6 WEX3R18-MF YTX12-BS
250 KL250 Super Sherpa 00-04 WEX1L9-MF YTX7L-BS Q00 Vulkcan 900 Classic 06-16 WEX3R18-MF YTX12-BS
250 KL250-D KLR 85-05 WEX2L12-MF Y B4L-A 900 ZX-9RALL WEX3R18-MF YTX9-BS
250 KL250G, H Super Sherpa 00-04 WEX1L9-MF YTX7L-BS 1000 H2R 15-16 WEX3R18-MF A ES: YTZ10S
250 KLR250 D-KL250D 85-04 WEX1L9-MF Y B4L-A 1000 GTR1000 (ZGTOO0A) 86-02 WEX6L21-MF YB18L-A
250 KLX250S, SF 06-13 WEX1L9-MF YTXTL-BS 1000 KZ1000-P Police 02-05 WEX6L21-MF Y TX20L-BS
250 Ninja 250, SL 13- WEX2R12-MF YTX9-BS 1000 Ninja H2, H2R 15-186 WEX3R18-MF i 1 op YTZ10S
250 Z250 13- WEX2R12-MF Y TX9-BS 1000 VERSY S 1000 15-16 WEX3R18-MF YTX9-BS
250 ZZ-R (EX250H) 99-02 WEX1L9-MF YTX7L-BS 1000 Z1000 03-13 WEX3R18-MF YTX9-BS
300 EX300 Ninja, ABS 13-16 WEX2R12-MF Y TX9-BS 1000 ZG1000-A Concours 86-06 WEX3L18-MF YTX9-BS
400 ER-4n, ABS 10-  WEX1L9-MF YTXTL-BS 1000 ZX10R 4 WEX3R18-MF YT12B-BS
400 KLX400R, KLX400SR 03-04 WEX2R12- MF Y T78-BS 1000 ZX10R 11-13  WEX1L9-MF YTZ7S
400 Ninja 400R, ABS 10- WEX3R14 -MF YTX12-BS 1000 ZX10RABS 11-13 WEX3R18-MF VRN E YTZ10S
450 KLX450R 08-10 WEX1L9-MF YTZ7S 1000 ZX1000-C Ninja ZX-10R 04-09 WEX3R18-MF YT12B-BS
500 EN500-C Vulkan LTD 96-08 WEXS5L14-MF YB12AL-A2 1100 ZRX1100 99-00 WEX6R21-MF YTX14-BS
500 EN500D Ninja 500R 94-04 WEX5L14-MF YB14L-A2 1100 ZRX1100/Il (ZRT10C, D) 97-00 WEX8R21-MF YTX14-BS
500 ER5 (ER500A, B) a7- WEX3R14 -MF YTX12-BS 1100 ZX1100 D1 97-00 WEX8R21-MF YTX14-BS
500 ER525KW 97-01 WEX3R14-MF YTX12-BS 1100 ZX1100-D Ninja ZX-11 95-01 WEX6R21-MF YTX14-BS
500 ERS37KW 97-01 WEX3R14-MF YTX12-BS 1100 ZX1100-C Ninja ZX-11 95-01 WEX6R21-MF YTX14-BS
500 EX500-D Ninja 500R 94-10 WEXS5L14-MF YB14L-A2 1100 ZZR1100EU (ZXT10D) 93-01 WEXGR21-MF YTX14-BS
500 GPZ500S (EN500D, E, F) 87-02 WEX5L14-MF YB14L-A2 1200 ZG1200 Voyager Xl 86-03 WEXSL21-MF  SY 50-N18L-AT
500 KLE500 (LE500) 91-02 WEX3R14 -MF YTX12-BS 1200 ZRX1200 DAEG 09-12 WEX3R18-MF YTX12-BS
600 ZX800-FA Ninja ZX-6R 08-16 WEX3R14 -MF YTX9-BS 1200 ZRX1200R 01-05 WEX6R21-MF YTX14-BS
600 ZX600-G, J Ninja ZX-6R 98-08 WEX3R14-MF YTX9-BS 1200 ZRX1200R/S (ZRT20A/B) 01- WEX6R21-MF YTX14-BS
600 ZX600-K, M, N Ninja ZX-6RR 03-06 WEX3R14-MF YTX9-BS 1200 ZX-1200A1 00- WEX6R21-MF YTX14-BS
600 ZX-6R Ninja {ZX636A) 03- WEX3R14-MF YTX9-BS 1200 ZX-12R 00-05 WEX6R21-MF YTX14-BS
600 ZZR600 98-08 WEX3R14-MF YTX9-BS 1200 ZZR1200 (ZXT20C) 02-05 WEX8R21-MF YTX14-BS
600 ZXB600-K, M, N Ninja ZX-6RR 03-06 WEX3R14 -MF YTX9-BS 1400 1400GTR 07-14 WEX6R27-MF YTX14H-BS
600 ZX-8R Ninja (ZX636A) 03- WEX3R14-MF YTX9-BS 1400 ZG1400 Concours, ABS 08-16 WEX6R27-MF YTX14H-BS
800 ZZRE00 98-08 WEX3R14 -MF YTX9-BS 1400 Ninja ZX-14R, ABS 06-16 WEX6R27-MF YTX14H-BS
636 ZX636-B, C Ninja ZX-6R, ABS  03-13 WEX3R14-MF YTX9-BS 1400 ZZR1400 06- WEX6R27-MF  YTX14H-BS
650 EJ650 99-00 WEX3R18-MF WEX6R21-MF)  YTX14-BS 1500 VN1500 F, H 00-02 WEX6R27-MF YTX16-BS
650 ER6, F, N 6 WEX3R18-MF YTX12-BS 1500 VN1500 G1 Vukan Nomad, Drifter 99-04 WEX6R27-MF YTX16-BS
650 ER6n 09-12 WEX3R18-MF YTX12-BS 1500 VN1500 J1, 2 99-02 WEXE6R27-MF YTX16-BS
650 ER650-A, B 6 WEX3R18-MF YTX12-BS 1500 VN1500 L, H, N 0 WEX6R27-MF YTX16-BS
650 EX650-A, B 6 WEX3R18-MF YTX12-BS 1500  VN1500-D, E, N Vukan Classic  96-08 WEX6R27-MF YTX16-BS
650 KLB50-A, E, KLR 87-16 WEX5L14-MF YB14L-A2 1500 VN1500-G, J, L, R, Vulkcan Nomad, 98-05 WEX6R27-MF YTX16-BS
650 KLEB50, A, B (Versys) 08-13 WEX3R18-MF o YTX12-BS 1500  VN1500-P VOwHarMean Streak  02-03 WEX6R27-MF YTX16-BS
650 KLRE50C 95-02 WEX5L14-MF YB14L-A2 1600 VN1600-A Vukan Classic, D, 03-08 WEX6R27-MF YTX16-BS
650 Nin}a 650R 06-11 WEX3R18-MF YTX12-BS 1600 VN1600-B VWB&CMean Streak 04-08 WEXER27-MF YTX16-BS
650 Ninja 650R, Ninja 650R ABS 12-16 WEX3R18-MF YT12A-BS 1600 DRIFTER 03-09 WEXER27-MF YTX16-BS
650 Tengai - WEX5L14-MF YB14L-A2 1700 VN1700 Voyager 09-16 WEXE6R27-MF YTX16-BS
650 W650 00-02 WEXER21-MF YTX14-BS 2000 VN2000-A Vulcan 04-12 WEXSR36-MF YTX16-8BS
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WEX1 WEX2 WEX3
cc MODEL YEAR | 113+60+86 | 120*60*92| 148*70*105

HARLEY-DAVIDSON

WEXS

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

WEX6

Original Lead-
134*80*155 | 148*82*135| Acid Battery

500 MTS00 (Military) All Years WEX5L 14-MF YB14L-A2
500 Street 14-16 WEX3L 18-MF WEX6L21-MF Y TX14L-BS
750 Street 14-16 WEX6L21-MF Y TX14L-BS
883 superlow 04-16 WEX6L27-MF Y TX14L-BS
883 iron 97-03 WEX6L27-MF  YTX20L-BS

1130 VRSCV-Rod 02-07 WEX6R21-MF GYZ16H

1200 XL, XLH (Sportster) 04-16 WEX6L27-MF Y TX14L-BS

1200 48 ALL WEX6L27-MF Y TX14L-BS

1200 72 ALL WEX6L27-MF Y TX14L-BS

1200 XL, XLH (Sportster) 97-03 WEX6L27-MF Y TX20L-BS

1200 XR 1200X 09-12 WEX6L27-MF Y TX14L-BS

1250 VRSCV-Rod 08-16 WEX6L27-MF GYZ20HL

1450 FL, FLH Series (Touring) 00-06 WEX6L 36-MF Y IX30L-BS

1450 FXD Series (Dyna) 99-06 WEX6L27-MF Y TX20L-BS

1450 FXST, FLST Series (Softail) 00-06 WEX6L27-MF Y TX20L-BS

1584 FL, FLH Series (Touring) 07-10 WEX6L 36-MF Y [X30L-BS

1580 FXD Series (Dyna) 07-11 WEX6L27-MF Y TX20L-BS

1580 FXST, FLST Series (Softail) 07-11 WEX6L27-MF Y TX20L-BS

1584 FL, FLH Series (Touring) 07-11 WEX6L 36-MF Y IX30L-BS

1585 street bob 0713 WEX6L 36-MF

1585 low rider WEX6L 36-MF

1585 fat bob WEX6L 36-MF

1584 FXST, FLST Series (Softail) 07-13 WEX6L27-MF

1680 road king 10-13 WEX6L 36-MF

1690 street glide special WEX6L 36-MF

1690 ultra limited WEX6L 36-MF

1690 ultra Imted low WEX6L 36-MF

1690 road glide s pecial WEX6L 36-MF

1690 road glide ultra WEX6L 36-MF

1690 FXD (Dyna) 1113 - - WEX6L27-MF

1690 Sof tail s lim WEX6L 36-MF

1690 fat boy special WEX6L 36-MF

1690 Heritage softail classic WEX6L 36-MF

1690 softail deluxe WEX6L 36-MF

1690 break out WEX6L 36-MF

1801 CV O street glide WEX6L 36-MF

1801 CVO limited WEX6L 36-MF

1801 CVO road glide ultra WEX6L 36-MF

D-15
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STAVDARD

" mossces CHOICE

INDIAN

MODEL WEX2

WEX1 WEX3 WEXS

YEAR

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

WEX6

113*60*86 | 120*60*92| 148*70*105| 134*80*155 | 148*82*135

Original Lead-

Acid Battery

99 scoutsixty 16 Suggest use WEXS the battery case with 24AH battery cell WEXSR14-MF YTX14AH (WC)
1133 scout 15-16 Suggest use WEXS the battery case with 24 AH battery cell WEXSR14-MF Y TX14AH (WC)
1442 Scout, Spirt 02-03 WEX6R27-MF  YTX20H-BS

ALL 99-01 WEX6R27-MF  YTX20H-BS
1638 Chief 02-03 WEX6L36-MF YTX24HL-BS
1720 Chief Classic, Vintage, Dark Horse 12-13 W EX6L36-MF YTX24HL(WC)
Chief(al models) 09-11 WEX6R27-MF  YTX20H-BS
1519 ChiefClassic/Vintage, Chieflan 1.6 W EXSL36-MF  YTX20HL(WC)
1819 Chief Dark Horse 16 W EX6L36E-MF YTX20HL(WC)
PoLARIS

WEX1
113*60*86

WEX2 WEX3 WEXS

MODEL YEAR

Notes :Relates to the same model appear two different lithium battery,please choose as below:

WEX6

120*60*92| 148*70*105| 134*80*155| 148*82*135

Original Lead-
Acid Battery

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

1507 V92C, DC Classic, Deluxe Qruiser 98-04 WEXB6L27-MF  YTX20HL-BS

1507 VB2SC Sport Cruiser 00-01 WEXBL27-MF  YTX20HL-BS

1507 VOZTC Touring Cruiser 02-06 WEX6L27-MF  YTX20HL-BS

1507 Vegas, Kingpin, 8-ball, Hammer 03-05 WEXBL27-MF  YTX20HL-BS

1634 Vegas, Kingpin, 8ball, Hammer (- 06-10 WEX6L27-MF  YTX20HL{WC)

1731 ALL hgngLS 08-16 WEXBL27-MF  YTX20HL(WC)
BIG DOG

WEX1
113*60*86

WEX2 WEX3 WEXS

MODEL YEAR

Notes :Relates to the same model appear two different lithium battery,please choose as below

WEX6

120*60*92| 148*70*105 | 134*80*155  148*82*135

Original Lead-
Acid Battery

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

| All Al Models Al YTX20HL(WC)

WEX6L36-MF

YTX20HL(WC)

OV S H < mm o
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STANDARD’

R

LITHIUMS ——

E-BATTERY

RoHS UN 38

compliant

KTM

Inal Lead-

WEX1 e

WEX2 |
113*60+*86

120*60*92 |

WEX3 WEXS WEX6

YEAR WEX1 WEX2 WEX3 WEXS WEX6
148*70*105 | 134*80*155 | 148*82*135

113%60*86 | 120*60%92| 148*70105| 134*80%155 | 148*82*135

YEAR qlnal Lead-

d Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

Notes :Relates to the same model appear two different lithium battery please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

50 GO, Go Chrono 95-  WEXIL9-MF YT4L-BS 525 MXC Racing 00-  WEX1L9-MF YTX5L-BS
50 Kross - WEXILO-MF YBAL-B A Z = A
80 Chopper, FL WEX1R9-MF 12N9-4B- 1 530 XC-W WEX1LO-MF YTX5L-BS
80 RLW, RSL - WEXIRO-MF 12N9-4B-1 ) £ . RN RN
125 Duke . WEX1R9-MF YTX7L-BS 625 Adventure 03- WEX2R12-MF YTZ10S
125 RC 14- WEX1RS-MF YTX9-BS 625 Adventure R 00- WEX3R18-MF YTX9-BS
200 EXC WEX1L9-MF YTX4L-BS 625 All SM 03- WEX2R12-MF YTZ10S
200 Duke < WEX1R9-MF YTX9-BS 625 SXC 05- WEX2R12-MF YTZ10S
250 CB250F 14- WEX1L9-MF YTX7L-BS 640 Adventurer, Duke, RXC LC4 © 99-02 WEX3R18-MF YTXS-BS
=0 RIS ERNENII N e 840 Dukel LOA Adventure 03 WEX2R12-MF YTZ108
250 EXC 03-  WEX1L9-MF YTZ5S

250 EXC-F 05- WEX1LS-MF YTX5L-BS 640 LC4 03- WEX2R12-MF YTZ10S
250 Freeride 14-  WEX1L9-MF YTX4L-BS 690 Duke 09-12 WEX2R12-MF YTZ10S
250 XC = WEX1L9-MF YTX4L-BS 690 Duke 13-16 WEX3R18-MF YTXS-BS
250 SX-F WEX1LS-MF YTX4L-BS 690 Euduro R - WEX2R12-MF YTZ10S
250 EXC-F 05- WEX1LS-MF YTX4L-BS 690 Supermoto WEX2R12-MF YTZ10S
250 EXC-F Six Days WEX1LS-MF YTX4L-BS 690 SMCR - WEX2R12-MF YTZ10S
250 XC-F - WEX1LS-MF YTX4L-BS 950 ALL 03-10 WEX3R18-MF YTZ14S
300 EXC WEX1L9-MF YTX4L-BS 990 ALL 03-13 WEX3R18-MF YTZ14S
300 EXC Six Days - WEX1LS-MF YTX4L-BS 1050 Adventure 14- WEX3R18-MF YTZ14S
300 XC WEX1L9-MF YTX4L-BS 1190 Adventure, R 13- WEX3R18-MF YTZ14S
350 Freeride - WEX1LS-MF YTX5L-BS 1190 RC8, R, Track 09- WEX3R18-MF YTZ14S
350 XC-F WEX1L9-MF YTX5L-BS 1290 Super Duke 14- WEX6R21-MF  YTX14-BS
350 EXC-F WEX1LS-MF YTX4L-BS 1290 Super Adventure 14- WEX3R18-MF YTZ14S
350 EXC-F Six Days WEX1L9-MF YTX4L-BS

350 SX-F 11-16 WEX1LS-MF YTX4L-BS

390 Duke 13- WEX2R12-MF (WEX3R14-MF) YTXS-BS

390 RC 14- WEX2R12-MF (WEX3R14-MF) YTXS-BS

400 E/XC Racing 4-Stroke 00-02 WEX1LS-MF YTX4L-BS

400 EXC - WEX1LS-MF YTX5L-BS

400 EXC Racing 03- WEX1L9-MF YTZ5S

400 XC-w - WEX1LS-MF YTXS5L-BS

450 EXC WEX1LS-MF YTX5L-BS

450 EXC Six Days - WEX1LS-MF YTX5L-BS

450 EXC Racing 03- WEX1LS-MF YTZ5S

450 MXC Racing 00-02  WEX1LS-MF YTX5L-BS

450 SMR WEX1L9-MF YTX4L-BS

450 SX-F 11-16 WEX1L9-MF YTX4L-BS

450 XC-F WEX1LS-MF YTXS5L-BS

450 XC-w - WEX1LS-MF YTX5L-BS

500 EXC WEX1LS-MF YTX5L-BS

500 EXC Six Days - WEX1LS-MF YTX5L-BS

500 S500K4, LC WEX2R12-MF YBS-B

520 EXC, MXC Racing 4-Stroke  00-02  WEX1LS-MF YTX4L-BS

520 E/XC520 Racing 4S 00- WEX1LS-MF YT4L-BS

525 EXC Racing 03- WEX1LS-MF YTZ5S

525 MX Desert Racing WEX1LS-MF YTZ5S

OFTH < mm e
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RoHS

compliant

UN 38.3
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MODEL

01 100 116461

BMW

WEX3 | WEXS WEX6 | Original Lead-

WEX1 WEX2
120*60*92| 148*70*105| 134*80*155| 148*82*135| Acid Battery

YEAR | 113+60*86

Original Lead-
Acid Battery

YEAR WEX1 WEX2 I WEX3 WEXS WEX6
113*60*86 | 120*60*92  148*70*105 134*80*155 | 148*82*135

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

400 Monster - WEX3R18-MF YT12B-BS
125 c1 00- WEX5L14-MF YB14L-A2 400 Scrambler 400 16 WEX3R18-MF YT12B-BS
150 c1 0a- WEXSL14-MF YB14L-A2 500 Pantah WEX5L 14-MF YTX14AHL-BS
200 C1 00- WEXS5L14-MF YB14L-A2 500 GTL.GTV = WEX3L14-MF Y50-N18L-A
450 G450% 09- WE X1L9-MF Y1278 500 Sport - WEX3L14-MF Y50-N18L-A
00 C6 00 1-12 W EX3R 18-MF YTZ14S 600 M Dark o1 WEX3R18-MF YT128-8S
600 C600 Sport 13-18 W EX3R 18-MF (WEX6R21-MF)  YTX14-BS 600 v ——— P WEXSRIBME VT198.85
600 F650 93-0 1 WEX5L14-MF YB12AL-A2
600 F650, S 93- W EX3L18-MF (WE X6L36-MF ) 52515 x Fh;‘Ltah '. ::g:t::‘:; :g::t:i
600 F650CS /GS/ST 98-02 WEX5L14-MF Y B12AL-A2
600 REOLS 00- WEX3L18-MF (WEX6L27-MF)  YT19BL-BS 620 Monater/IE/S IE/Sport 02-03 WEX3R18-MF YT128-BS
600 RE0S 00- WEX5L14-MF 12N14-3A 650 Alazurra, Indiana, Pantah WEXSL 14-MF YTX14AHL-BS
650 C650GT 11-186 W EX3R 18-MF (WEX6R21-MF}  YTX14-BS 696 Monster 696 - WEX3R18-MF ¥YT12B-BS
650 F650 93-08 W EX5L14-MF YB12AL-A2 748 Biposto 01-03 WEX3R18-MF YT12B-BS
650 F650 GS 08-11 WEX5L14-MF YB12AL-A 748 SR 01-02 WEX3R18-MF YT12B-BS
700 F700G S 11-16 WEX6R21-MF  YTX148S 748 Strada Biposto, SP, SPS 97-00 WEX3L18-MF YB16AL-A2
700 F700GS 11-16 W EX3R18-MF YTZ14S 749 Superbike 749R, S - WEX3R18-MF YT12B-BS
750 R75-5 (Bicylinder) 00- WEX6L21-MF  YT19BL-BS 750 GT, Luguna Seca . WEX3L18-MF 53030
750 R756 00- WE X6L21-MF 53030 750 Indiana 11 WEXSL 14-MF YB14L-A2
800 FB00ST,GS,GT,R, ADV 08-186 WEXE R2 1- MF YTX148S 750 M Dark 01 WEX3R18-MF YT12B-BS
Wl nedEs e WENALESar o 750 M IE/M IE Dark 02 WEX3R18-MF YT12B-BS
900 RI0ST 00- WEX6L21-MF  YT19BL-BS 750 Sonsfar 01 WEX3R18-MF YT12B-BS
1000 HP4 13-14  WEX1L9-MF YTZ7S 750 T T . WEX3RIB-MF YT12B-BS
1000 R100R 00- WEX6L21-MF  YT19BL-BS 750 Sport e NSRBI T2 B
1000 S1000R 14 W EX2R12-MF YTZ10S
1000 S1000RR 09-13 W EX2R12-MF YTZ10S o S8 'E_ L MEXIR NG LEES
R T S ATV GEENE IR 750 SS Supersport (Kick- Starter) 11 WEX5R14-MF YB12A-A
1000 S1000 RR(DWA) 09-11 W EX3R 18-MF YTZ12S 800 Monster S 03- WEX3R18-MF YT12B-BS
1000 S1000 RR(DWA) 14-16 W EX2R12-MF YTZ10S 800 Minatar SOR 05 WEXSRIS-ME XTI
1000 S1000%XR 16 WEX3R 18-MF YTX9-BS 800 Supersports . WEX3R18-MF YT12B-BS
1000 S1000XR(DWA) 16 W EX2R12-MF YTZ10S 800 SCrambler 15 WEX3R18-MF YT12B-BS
1100 R1100R, LT, RS. RT 94-0 1 WEX6L21-MF  YT19BL-BS 800 800 SS(ALL) WEX3R18-MF YT12B-BS
1100 R1100RS, RT 93- WEX6L21-MF  YT19BL-BS 803 Hypermotard 796 WEX3R18-MF YT12B-BS
1100 R1100S 99-02 WEX6L21-MF  YT19BL-BS 803 Monster 795 ; WEX3R18-MF YT12B-BS
1150 R1150 GS 99-04 WE X6L21-MF YT19BL-BS 803 Monster 796 WEX3R18-MF YT12B-BS
1150 R1150 GS Adwe nture 02-05 WEX6L21-MF  YT19BL-BS 803 Scrambler 800 = WEX3R18-MF YT12B-BS
1150 R1150GS, R 00- WEX6L21-MF  YT19BL-BS 821 Monster 821 WEX3R18-MF YT12B-BS
1122 R1153HRP."2RS.'RT 01-05 — WE X6L21-MF Y\Trjr(i;-sss 821 Hym y WEX3R18-MF YT128-BS
1170 RnineT 14-16 WEX6 R2 1-MF YTX14-BS e Sirsetlphter 842 MERSEISRE YT1ZE-B2
1200 K 1200 Cuiser 98-02 WEX6L21-MF  YT19BL-BS £ Spatin AEEV D . NEEXIRTEAE LR
1200 K1200LT, GT, RS, S a7- WEX6L21-MF  YT19BL-BS 849 Superbke 848 EVO Corse SE WEXSR18-M YT128-83
1200 K1200R, S 05-16 WEX6R21-MF  YTX14-8S 850 Blactric = WEX3L18-MF (WEXGLIG-MF). YGD-NodL-A
1200 K1200LT, GT 05-09 WEX6L21-MF  YT19BL-BS 860 GT, GTS WEX3L18-MF ( WEX6L36-MF) 53030
1200 R1200GS, K1200R 05-13 WEX6R21-MF  YTX14-BS 860 KICK-START = WEXSR14-MF YB12A-A
1200 R1200C, RT 98- WEX6L21-MF  YT19BL-BS 898 Superbike Panigale 15-16 WEX2R12-MF YT7B-BS
1200 R1200GS 13-16 WEX6E R2 1-MF YTZ14S 898 Superbike Panigale S 15-16 WEX2R12-MF YT7B-BS
1200 R1200GS Adv 09- WEX6 R2 1-MF YTZ14S 899 Panigale 14- WEX2R12-MF YT7B-BS
1200 R1200RS 14-15 WEX6 R2 1-MF YTX14-BS 900 M Chromo 01 WEX3R18-MF YT12B-BS
1200 R1200R successor 09- WEX6 R2 1-MF YTZ14S 900 M Chromo 98-00 WEX3L18-MF YB16AL-A2
1200 R1200RT 05-13 WEX6L21-MF  YT19BL-BS 200 M City/M Dark/M Dark City 99.00 WEX3L18-MF YB16AL-A2
1200 R1200RT 14-186 WEXSE R2 1- MF GYZ16H 200 M Dark 01 WEX3R18-MF YT12B-BS
1200 R1200S, R 05-16 WEX6 R21-MF YTX14-BS 900 M IE2/M |E DARK2 02 WEX3R18-MF YT12B-BS
1300 K1300GT 09-10 WEX6L21-MF  YT19BL-BS 900 M Metallic 00 WEX3L18-MF YB16AL-A2
1300 K1300R, S 09-16 WEX6R21-MF  YTX148S 900 M Metalic/M S 01 WEX3R1B-MF YT12B-BS
1600 K1600GT, GTL 11-14 WEX6L27-MF___ YT19BL-BS

D-19 D-20
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E-BATTERY

s ;UN 38.3

PIAGGIO

DUCATI

MODEL

Original Lead-
Acid Battery

WEX1 | WEXs
WEX1 WEX2 WEX3 ’ WEX5 WEX6 | Original Lead- 113*60*86 148*70*105 134*80*155| 148+*82*135

113*60*86 | 120*60*92 | 148*70*105 | 134*80*155 | 148*82*135| Acid Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below: if your motor with High Power Load like GPS...etc. we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

50 D-M B.NRG 2T H20 POW. WEX1R8-MF YBS-B
900 M Special 98-00 WEX3L18-MF YB-: ;3;\;-;52 50 Diesis . WBXILO-MF YBAL-B
900 Monster 00- WEX3R18-MF Y
900 Monster, Superlight 94-00 WEX3L18-MF YB16AL-A2 a i SE P SERALES
900 SO Darmah . WEXSL18-MF 53030 50 Easy Moving - WEX1LS-MF YB4L-B
900 Sport 02 WEX3R18-MF YT12B-BS 50 Fly 09-12 WEX1LS-MF YBAL-B
900 SS (avviamento pedale) S WEX2R12-MF 12N12A-4A-1 50 Fly 2T 13- WEX1LS-MF YB4L-B
900 SS IE 00 WEX3L18-MF YB16AL-A2 50 Fly 4T WEX1Re-MF YBS-B
900 SSIE 01-02 WEX3R18-MF YT12B-BS 50 Free 50 Poste - WEXI1LS-MF Y TX4L-BS
916 ST4 01- WEX3R18-MF YT12B-BS 50 Free PTT WEX1LS-MF Y TX4L-BS
916 ST4 99-00 WEX3L18-MF YB16AL-A2 50 Free . WEXILO-MF Y TX4L-BS
i Pl ——— N Ml 50 GPR 50 WEXILO-WF YTaLBS
permo
937 Hypers trada 15-16 WEX3R18-MF YT12B-BS o B SRRV N VIS
944 Sport Touring 2 (ST2) 97-00 WEX3L18-MF YB16AL-A2 o0 Lberly 2121 31 WEX1LO-M V:2AL-8S
944 ST2 01-03 WEX3R18-MF YT12B-BS 50 Liberty 2T Sport - WEX1LS-MF Y TX4L-BS
992 ST3 - WEX3R18-MF YT12B-BS 50 Liberty 4T, 4T RST WEX1RS-MF YBS-B
996 Monoposto, Bistro, S 01- WEX3R18-MF YT12B-BS 50 Liberty 50 2 Tempi - WEXILS-MF Y TX4L-BS
996 Sport Touring v4S 01- WEX3R18-MF YT12B-BS 50 Liberty 504T PTT Belgio WEX1R8-MF YBS-B
996 996 S,SPS 99-00 WEX3L18-MF YB16AL-A2 50 Liberty 504T PTT(D) < WEX1R9-MF YBS-B
ggg 9;3“939 :’;S . 0(2“(‘)3 :xgg ::g‘ﬁ :'Trg:‘g: 50  Liberty 50 4T PTT Portogalio WEX1R9-MF YB9-B
908 Bipos to/GT 02-07 WEX3R18-MF YT128-BS S therly SaT R aven SRR rase
oy ST4 D1 WEXSR1B.ME YT128.85 50 Liberty 504T RST PTT Fran WEX1Re-MF YBS-B
1000 Desmos edici RR 08-09 WEX3R18-MF YT128-BS S0 Liberty 504T PTT RST tal - WEX1RS-MF YB9-B
1000 ST3/SPORT S 07 WEX3R18-MF YT12B-BS 50 Liberty 504T RST Europa WEX1R3-MF YB9-B
1000 Monster S2R : WEX3R18-MF YT12B-BS 50 Liberty IGET 3V 16 WEX1L9-MF Y TX7L-BS
1000 Monster S4, S4RS, S4R 03 WEX3R18-MF YT12B-BS 50 Liberty IGET 3V 25km/h 16 WEX1LS-MF Y TX7L-BS
1000 Multis trada 03 WEX3R18-MF YT12B-BS 50 Liberty PTT = WEX1L9-MF Y TX4L-BS
1000 Supers port HF 03 WEX3R18-MF YT12B-BS 50 LX50 1012 WEX1RS-ME YBO-B
T — e T 5 S i T T VRS
1078 Hypermotard 1100 EVO SP : WEX3R18-MF YT12B-BS 50 20 WEALLS-A L o
1078 Monster Diesel . WEX3R18-MF YT12B-BS 50 NRG 2T H20 Pow er = WEX1RS-MF YBS-B
1098 1098 07 WEXBR21-MF YTX14-BS 50 NRG MC3 01-  WEX1L9-MF Y TX4L-BS
1098 Hypermotard 11008 07-12 WEX3R18-MF YT12B-BS 50 NRG Pow er DD/DT - WEX1L9-MF Y TX4L-BS
1098 Superbike 1098, S, Tricolore -07 WEX3R18-MF YT12B-BS 50 NRG Pow er DIT WEX1R9-MF YB9-B
1099 Streetfighter S -09-12 WEX3R18-MF YT12B-BS 50 NRG Pow er Purelet - WEX1R9-MF YBO-B
e T — o r . wenae oLz
v -
1198 Diavel AMG . WEX3R18-MF YT12B-BS o0 AT . MR A L5
1198 Monster 1200 14-16 WEX3R18-MF YT12B-BS i R0 NN HhpRc s SN Lo
1198 Multistrada 1200 ALL WEX3R18-MF YT12B-BS 50 Runner Iniez, PureJet/Europ/ UK WEX1RS-MF YB9-B
Superbike 1199 Panigale = WEX2R12-MF YT7B-BS 50 Runner Poggiali - WEX1L9-MF Y TX4L-BS
1198 Superbike 1199 Panigale S WEX2R12-MF YT7B-BS 50 Runner Replica WEX1Re-MF YBS-B
1198 Superbike 1199 Panigale S Tricolore - WEX2R12-MF YT7B-BS 50 Runner SP, DD, FL - WEX1LS-MF YB4L-B
- All other models 01-07 WEX3R18-MF YT12B-BS 50 Runner SPRace WEX1LS-MF YB4L-B
1199 Panigale 18- WEX2R12-MF YT78-8S 50 Runner SPSC - WEXILS-MF YB4L-B
1262 X Diavel 15-16 WEX3R18-MF YT12B-BS 50 Scatio WEXILS-ME YBAL-B
1262 X Diavel S 15-16 WEX3R18-MF YT12B-BS - e BTN r——rer
1285 Superbike 1299 Panigale 15-16 WEX2R12-MF YT7B-BS
1285 Superbike 1299 Panigale S 15-16 WEX2R12-MF YT7B-BS 50 SP 50 10-12 WEXTLS- MF YBALB

OFTH < mm e OFTH < mm o
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E-BATTERY

s ;UN 38.3

~ PIAGGIO

cC MODEL

PIAGGIO

MODEL

WEX1 WEX2 WEX3 WEXS | WEX6 | Original Lead-
Original Lead- YEAR | 113+60*86 | 120*60*92| 148*70*105 134*80*155| 148*82*135| Acid Battery

Acid Battery

WEXS WEX6

YEAR WEX1 WEX2 WEX3
113*60*86 | 120*60*92| 148*70*105 | 134*80*155| 148*82*135

Notes :Relates to the same model appear two different lithium battery please choose as below:

Notes :Relates to the same model appear two different lithium batlery,please choose as below: if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

B SR e Biradel WENIROE e 125 DNA 1254T WEX1L9-MF ( WEX2L12-MF ) YB10L-B
= T S mTe T LT 125 Excutive 00-  WEX1R9-MF YBS-B
50 Staker Naked WEX1LS-MF YBAL-B 10 Fly LRS- s
50 Typhoon 50 2T 13 WEIROME VehE 125 Granturismo - WEX1RS-MF (WEX3R18-MF) Y TX12-BS
50 Typhoon 50 USA WEX1R9-MF YB9-B 125 Haxagon WEA S M XEO-H
50 Typhoon 50 Canada - WEXIROMF Ve5n 125 Hexagon 4T - WEX1L9-MF ( WEX2L12-MF) YB10L-BP
50 Vespa ET2 Iniez . WEXILS-MF VB5L-B 125 Hexagon GTX WEX1LS-MF { WEX2L12-MF ) YB10L-B
50 Vespa ET2, Injection 98-  WEXILS-MF YB4L-B 125 Hexagon LX4 00- WEX1RS-MF (WEX3R18-MF) YTX12-BS
50 Vespa ET4 WEX1RS-MF YBO-B 125 IMP. ELETTR. V. 125 ET4 WEX1RS-MF YBS-B
50 Vespa ET4 Euro 2 < WEX1R9-MF YBO-B 125 Liberty 1253V 13- WEX1LS-MF Y TX7L-BS
50 VespaLX 2T WEX1LS-MF YB4L-B 125 Liberty 4T, Sport 08 WEX1RS-MF {WEX3R18-MF) Y TX12-BS
50 Vespa LX 4T, LXV 2T - WEX1R9-MF YB9-B 125 Liberty IGET E3 ABS 16 WEXILS-MF Y TX7L-BS
50 MB.Vespa25KMHLX (B-NL- 08 WEX1R9-MF YB9-B 125 MP3 07-  WEX1R9-MF (WEX6R21-MF)  YTX14-BS
s MB Vespa BsRfiH LX (B-NL) o e S 125 New Fly 125 3V 13- WEX1RS-MF (WEX3R18-MF ) YT12B-BS
Vers. Spec. 125 Nexus 125 WEX1RS-MF (WEX3R18-MF) YTX12-BS
50 M.B.Vespa50/2T LX Germania 08  WEX1RS-MF YB9-B 125 RS 125 ES, Racing - WEX1RS-MF YBS-B
50  MB.Vespa50/2T LX Europa 08  WEX1R9-MF YB9-B 125 Runner 125 10-12 WEX1R9-MF YB9-B
50 MB. Vespa 50 LXS Budget 07 WEX1RS-MF YBS-B 125 Runner 125 VX 4T o7 WEX1R9-MF YBS-B
50 M.B. Vespa 50 LX E3 Svizzera 08  WEX1RS-MF YBS-B 125 Runner, DT, DD, 4T, VX WEX1R9-MF YBO-B
50 M.B. Vespa 50/2T LX 30 Knvh 08 WEX1R9-MF YB9-B 125 RUNNER 125E2 = WEX1R9-MF YBS-B
50 Vespa PKFUFL2 = WEX1RS-MF YB7-A 125 M Base Liberty 125 RST WEX1R9-MF YB9-B
50 Vespa PK Marce A .EL WEX1L9-MF YBSL-B 125  Vespa PX 125 E2 Belgio 05- . WEX1RS-MF YBO-B
50 VespaPK N, 8 - WEX1RS-MF YB7-A 125 Vespa PX 125 E2 WEX1R9-MF YB9-B
50 Vespa PK Rush WEX1R9-MF YB7-A 125 Sfera RST - WEX1RS-MF YBO-B
50 Vespa FK/HP - WEXIR9-MF YB7-A 125 Skipper WEX 1R9-MF { WEX2R12-MF ) YB7-A
50 Vespa S502T 13- WEXIL9-MF YB4L-B 125 Skipper 125 2T = x WEX2R12-MF
50 Vespa S 504T 13- WEX1R9-MF YB9-B 195 Skipper 4T WEXIRONE r—
= NaspEX SL__INESID I ¥B3-8 125 ST4 Leader 00-  WEX1RS-MF (WEX3R14-MF) YTX9-BS
2 Ena SRR IR ¥TX083 125 Superhexagon GTX 00- WEX1R9-MF (WEX3R18-MF) YTX12-BS
2 Zzi‘_"p“cl‘:;y"ziz“z’ TZ - ﬁ:t;mi :IZE ZZ 125 New Fly 125 3V 13- WEX1RS-MF (WEX3R18-MF) YT12B-BS
: 125 V. 125 ET4 Euro2 WEX1R9-MF YB9-B
50 Zip FR, RST, SP 2T H20 - WEXIL9-MF YB4L-B D VBB T B Rasia AT SR
:g =8 sz‘f’mz) fosog :x::tgm'; :z:tz 125 Vespa ETS WEX1RS- MF { WEX2R12-MF ) YB7-A
50 Zao Faat Ridor : WEX1LG-MF YB4L-B 125 Vespa Granturismo - WEX1RS-MF YBS-B
= S =T 12N5.5.98 125 Vespa GT H20, UK WEX1R9-MF YB9-B
5 N R SRR 125 New Fly 125 3V 13- WEX1RS-MF (WEX3R18-MF) YT12B-BS
B0 PKB0 S, XL WEARGS Sl e 125 Vespa GTV 4T Navy, LXV WEX1RS-MF WEX3R18-MF) YTX12-BS
80 X80 & . WEXIRO-MF RTR 125 Vespa LX 125 3V 13- WEX1L9-MF YTX7L-BS
50 e G LS RIS 125 Vespa LXV 1254T WEX1RS-MF (WEX3R18-MF) YTX12-BS
100 Free 100 4T . WBLOME Vs 125 Vespa PK-S, -FL, - XL - WEX1R9-MF ( WEX2R12-MF ) YB7-A
125 Beverly 00-  WEX1RS-MF ( WEX3R18-MF) YT12B-BS 10 yespat2 15 WELLR-Me thekind)
125 Beverly, Sport (Euro 3) - WEXIRS-MF ( WEX3R18-MF ) YTX12-BS 225 VERPADIE Lol gt
125 Beverly 125 GT, 4T WEX1R9-MF YB9-B 125 Vespa T5 WEX1RS-MF ( WEX2R12-MF ) YB7-A
125 Beverly 125 EUR . WEX1RO-MF YE9-B 125 X7 (Euro 3) 08 WEX1RS-MF (WEX3R18-MF) YTX12-BS
125 Beverly 125 UK WEX1R9-MF YBS-B 125 X8 Premium WEX1RS-MF (WEX6R21-MF)  YTX14-BS
125 Carnaby 124 4T - WEX1RS-MF ( WEX3R18-MF ) YTX12-BS 125 X8 Street, Premium (Euro 2) : WEX2L12-MF YB10L-BP
125 DNA 125 WEX1R9-MF YBo-B 125 X9, Evolution 00- WEX1RS-MF (WEX3R14-MF) YB10L-B
D-23 D-24
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E= WSTANDARDUSA INC

ADD:19501 East Walnut Drive South

City of Industry, CA 91748
TOLL FREE: 844.WSTANDARD (844.978.2632)

N You | www.wstandard-energy.com
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TUV

SLITHIUM SR

E-BATTERY

s ;UN 38.3

PIAGGIO

MODEL

PIAGGIO

Original Lead-
Acid Battery

WEX6

, WEX1 WEX2 WEX3 WEXS
WEX5 | WEX6 | Original Lead- YEAR | 113+60*86 | 120*60%92| 148*70%105| 134*80*155 148+*82*135

WEX1
120*60*92| 148*70*105 134*80*155: 148*82*135| Acid Battery

113*60*86

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

200 Beverly 200 07- WEX2R12-MF ( WEX3R18-MF ) YTX12-BS
125 Zip4T 00- WEX2R12-MF YTX9-BS 200 Carnaby 4T - WEX2R12-MF (WEXBR21-MF)  YTX14-BS
125 X8 125 Premium (Euro 3) - WEX1RS-MF (WEX6R21-MF)  YTX14-BS 200 Granturis mo L WEX2L12-MF YB10L-BP
125  Beverly 125 Tourer (Euro 3) WEX1R9-MF WEX3R18-MF ) YTX12-BS 200 Liberty - WEX2L12-MF YB10L-BP
125 VespaGTV 1254TNavy (Euro -  WEXIRS-MF ( WEX3R18-MF ) YTX12-BS 200 Liberty 200 4T WEX2L12-MF YB10L-BP
125 VespalLXV 128)4T Navy (Euro WEX1R9-MF WEX3R18-MF ) YTX12-BS 200 Liberty 200 4T Sport o7 WEX2R12-MF { WEX3R18-MF ) YTX12-BS
125 Runner 125 VXHT -ST- (Euro3) -  WEXIRS-MF ( WEX3R18-MF ) YTX12-BS 200 Runner 4T WEX2L12-MF YB10L-BP
125 X Evo 125 (Euro 3) WEX1R9-MF WEX6R21-MF)  YTX14-BS 200 Runner VXR 4T, RST = WEX2L12-MF YB10L-BP
125 X10125 12  WEX1RS-MF ( WEX3R18-MF ) YTX12-BS 200 Vespa Granturismo WEX2L12-MF YB10L-BP
150 Cosa CL, X WEX1RS-MF ( WEX2R12-MF) YB7-A 200 Vespa GT200 - WEX2L12-MF YB10L-BP
150 Excutive - WEXIRG-MF (WEX2R12-MF) YB9-B 200 Vespa PE WEX2R12-MF YB7-A
150 Fly 150 09-12 WEX1R9-MF ( WEX2R12-MF) YB9-B 200 X8 - WEX2L12-MF YB10L-BP
150 Liberty 00- = WEX2R12-MF 200 X9 Evolution WEX2L12-MF YB10L-BP
150 Liberty 150 3V 13-  WEX1LS-MF YTX7L-BS 200 Motore Go-Kart 200cc = WEX1LS-MF YTX7L-BS
150 Liberty 4T, Sport - WEX1RS-MF ( WEX3R18-MF ) YTX12-BS 200 Vespa PX 200 WEXRI2-ME YB9-B
150 Liberty 150 3V 16  WEX1LS-MF YTX7L-BS 200 Liberty 200cc. - WEX2R12-MF { WEX3R18-MF ) YT12A-BS
150 LX150 10 WEX1R9-MF (WEX2R12-MF) YBS-B 200 Carnaby 200 4T ( Euro 3) (2007- WEX2R12-MF (WEXBR21-MF)  YTX14-BS
150 Skipper WEX1RS-MF (WEX2R12-MF) YB7-A 200 Runner 200 V&S 4T -ST- (Euro  10-12 WEX2R12-MF { WEX3R18-MF ) YTX12-BS
150 Skipper 150 2T = WEX1RS-MF (WEX2R12-MF) YB9-B 250 Beverly, Crélser, Tourer WEX2R12-MF (WEX6R21-MF)  YTX14-BS
150 Typhoon 150 WEX1RS-MF (WEX2R12-MF) YBe-B 250 Beverly, RST, Euro 3 . WEX2L12-MF YB10L-BP
150 Vespa ET4 (sealed) 99- WEXZR12-MF YTXe-BS 250 Carnaby 4T ie WEX2R12-MF (WEXBR21-MF)  YTX14-BS
150 Vespa ET4, LX, PX WEX1RS-MF (WEX2R12- MF) YBS-B 250 GTS250 10 WEX2R12-MF {WEX6R21-MF) YTX14-BS
150 Vespa LX 4T = WEXIRS-MF (WEX3R18-MF) YTX12-BS 250 GTV250 10 WEX2R12-MF (WEXBR21-MF)  YTX14-BS
150 Ves pa PX X WEX1RS-MF ( WEX2R12-MF) YB7-A 350 Hexagon GT o WEORIZ-NE (WEXSRIBNES VTX12-BS
150 Skipper 150cc = WEXIRS-MF(WEX2R12-MF) Lisi 250 MP3 07-12 WEX2R12-MF (WEX6R21-MF)  YTX14-BS
20 Ay:180 WEKIROG-ME LWEX2 RIZ-ME) Y-8 250 Nexus, Euro 3 - WEX2R12-MF (WEX6R21-MF)  YTX14-BS
150 Ry 150 4T USA = WEXIRO-MF(WEXZR12-MF) ¥ 808 250 Nexus, SP Euro 3 WEX2R12-MF (WEX6R21-MF)  YTX14-BS
150 Vespa 150 LX 3V 13- WEXILS-MF YTX7L-BS 35D ST % WEBTTNE VEICER
150  Vespa151ET4Ewo2 Bwopa -  WEXIRO-MF(WEX2R12-MF) X838 250 Superhexagon GTX 01-03 WEX2R12-MF ( WEX3R18-MF ) YTX12-BS
150  Vespa 150 LX Canada 2007 WEX1RS-MF ( WEX2R12-MF) YB9-B 2 Rt i BB R
SR o NI T, SN SR NSl EEER 250 Vespa GTS, GTV, ie 60 WEX2L12-MF YB10L-BP
150 Liberty 150cc. WEX2R12- MF ( WEX3R18-MF ) YT12A-BS — Vespa GTV s Navy : EERTIE NSRS AES
150 Liberty Sport 150cc. : WEX2R12- MF  WEX3R18-MF ) YT12A-BS s o r——— T ———
150 Liberty 150 4T (Euro 3 WEX2R12-MF ( WEX3R18-MF ) YTX12-BS
150  Liberty 1y50 4T Sp(lxt (Em)) S WEX2R12-MF  WEX3R18-MF ) YTX12-BS 0 Al ® WEXSRIZME AR S

250 X8 WEX2L12-MF YB10L-BP
150 Vespa PX 151 E2 WEX1R9-MF (WEX2R12-MF) YB9-B o e " R R R PAIES
150 Vespa PX 150 USA - WEX1R9-MF (WEX2R12-MF) YB9-B ,
150 Vespa PX 150 WEX1RS-MF ( WEX2R12-MF) YB9-B 0 Sese ~La A oS

250 MP3 250 : WEX2R12-MF (WEX6R21-MF)  YTX14-BS
150 X8 Street (Euro 2) > WEX2L12-MF YB10L-BP o o WL RTILS
180 DNA 180 WEX1RE-MF ( WEX2R12-MF) YB9-B — o ; SRR RS
180 DRNA100. 41, . WERZLI2:NE: YEALBe 250 Beverly 250 WEX2R12-MF (WEX6R21-MF)  YTX14-BS
180 Hexagon 4T WEX2L12-MF YB10L-BP _
= T oo T e 250 X8 250 ie = WEX2R12-MF (WEXBR21-MF)  YTX14-BS
e g P et s e 250 Beverly 250 (Euro 3) (MC 2007) WEX2R12-MF (WEX6R21-MF)  YTX14-BS
180 Runner 180 4T 07- WEX2R12-MF ( WEX3R18-MF ) YTX12-BS <Gy 2 A e (X0 5) - BENEIC SIENRZINE YIRS
180 Superhexagon GTX 01- WEX2R12-MF ¢ WEX3R18-MF ) YTX12-BS 204) %8025 En0. 9} WERSALS W LERITS AR, IAU-EE
i 5 R EHSE e 250  Nexus 250 (Euro 3) (2007) 2 WEX2R12-MF (WEXBR21-MF)  YTX14-BS
50 Baveaty : S ERRIOE TS 250 X7 250 ie ( Euro 3) WEX2R12-MF (WEX6R21-MF)  YTX14-BS
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TUV 150 8001
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SLITHIUM S —

E-BATTERY

s ;UN 38.3

TRIUMPH

cC MODEL

PIAGGIO

WEX1 WEX2 WEX3 WEX5 | WEX6
MODEL

iginal Lead-
ot e S 113*60*86 | 120*60*92| 148*70*105 | 134*80*155  148*82*135

WEX2 WEX3 WEXS5 Ori?InaI Lead-
113*60*86 | 120*60*92| 148*70*105 | 134*80*155 | 148*82*135| Acid Battery Ac

YEAR d Battery

cC ‘ YEAR

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below: : : ‘ e
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

250  Beverly 250 Tourer (Euro 3) WEX2R12-MF (WEX6R21-MF)  YTX14-BS 120 bonneville WEX2L12-MF 12N7-38
250 Vespa GTV 250 ie Navy - WEX2R12-MF (WEX6R21-MF)  YTX14-BS 150 s WEX2R12-MF 12N7-4A
250  Beverly 250 Cruiser ( Euro 3) WEX2R12-MF (WEXBR21-MF)  YTX14-BS 150 Trident WEX21.12-MF 12N7-38
250 T250 WEX2R12-MF 12N7-4A
300 Beverly 13- WEX2R12- MF ( WEX3R18-MF ) YTX12-BS
560 818300 regem WEB R CNDHOIND  YTIAL.a8 600  Daytona 600/650, Speed Four 03-05 WEX3R18-MF YTX9-BS
300 MP3 13- WEX2R12-MF (WEXBR21-MF)  YTX14-BS %00 7600 LS FEERHAINENE IR
300 MP3 Hybrid 13- WEX2R12-MF (WEX6R21-MF)  YTX14-BS 650 T120 Bonnevile WEX2L12-MF YB7L-8
300 Nexus 300 ie (Euro 3) : WEX2R12-MF (WEXBR21-MF)  YTX14-BS :: ';:Y:m 2:: ‘:":g WERSIZ N s ::Zg‘g:
300 Nexus ie WEX2R12-MF (WEXBR21-MF)  YTX14-BS ylona™ i x i
300 Vespa GTS 13- WEX2R12-MF ( WEX3R18-MF ) YTX12-BS Ei5 SHesl i L S BT
300 Vespa GTS ie Super WEX2R12-MF (WEXBR21-MF)  YTX14-BS gie Suset i 2 i AERIE Y2
300 Vespa GTS Super 13- WEX2R12- MF (WEX3R18-MF ) YTX12-BS o Homeysea: g : WENCRIEME ¥akh
pre e s BT g 750 Daytona/Trident 93-00 WEXSL14-MF Use WEX6 Cell  YB14L-A2
: 7 Speed Tri 7 WEX5L14- w YB14L-
300 Yourban 13- WEX2R12-MF (WEX6R21-MF)  YTX14-BS 723 TwodTTi;':“i 2 T LI AR NEIDON SB;L' 22
300 MP3 300 LT ABS 16 WEX2R12-MF (WEXBR21-MF)  GYZ16H e i -
330 X10 350 WEX3R14-MF ( WEX3R18-MF ) YTX12-BS i ) . S e
1 . WEX g <
350 Beverly Sports Touring 13. WEX3R14-MF { WEX3R18-MF ) YTX12-BS ;Zg o gto:irezze's 213 z; s A o Y?;:\ZH;:S
400 Beverly 400 Euro 3 P WEX2L12-MF YB10L-BP %
oS 800 Speedmaster 03-05 WEX3R18-MF YTX12-BS
400 Beverly ie Tourer WEX3R14-MF (WEX6R21-MF)  YTX14-BS 800 Toer 11-16 WEXBR2A-MF YTX16.BS
: ( -MF) g
400 MP3 WEX3R14-MF WEX6R21-MF)  YTX14-BS s Tt . R e
400 X Evo WEX3R14-MF WEX6R21-MF)  YTX14-BS o P e R TS
ﬁ x';:';“m; S T EAA QR \\((Ei)t?; 865 Bonneville T100, SE 05-07 WEX3R18-MF YTX12-BS
i ! . 865 Bonneville T100, SEFI 08- WEX3R18-MF YT12B-BS
401 X Evo 400 (Euro 3) : WEX3R14-MF (WEXBR21-MF)  YTX14-BS o Serariflar vy REOERARIE PDABES
401 X8 400 ie (Euro 3) WEX3R14-MF (WEXBR21-MF)  YTX14-BS = T e TR T
400 Beverly 400 ie (Euro 3) > WEX3R14-MF (WEXBR21-MF)  YTX14-BS i Thistieion = PPmrE———— remr——
400  Beverly 400 ie Tourer (Euro 3) WEX3R14-MF (WEX6R21-MF)  YTX14-BS Sk Cagen 7T B A R S S E s
2 Ll Lo WERATAME SRR TR 885 T509 Speed Triple WEX5L14-MF Use WEX6 Cell  YB14L-A2
493 X10 500 WEX3R14-MF YTX12-BS g Thunderbird Sport - Ty LT
500 Beverly, Cruiser, Euro 3 = WEX3R14-MF (WEX6R21-MF)  YTX14-BS aBE Tiger a6 NEREL A Uso Wi Gal \VBTAEAD
500 Beverly, Euro 3 WEX2L12-MF YB10L-BP 885 Tiger 99.01 WEX6R21-MF YTX14-BS
0 SN0 Wets VORI SN RS 885 Trophy WEXSL14-MF Use WEX6 Cell  YB14L-A2
ol = il SRS LEREL AR (A 900 Adventurer 96-02 WEXSL14-MF Use WEX6 Cell  YB14L-A2
i DS . Ze bl LN A 900 Daytona 93-99 WEX5L14-MF Use WEX6 Cell  YB14L-A2
00 A4 =valition 03- WEIGL1a-MF AEA=A2 900 Legend TT 98- WEX5L14-MF Use WEXG Cell  YB14L-A2
o PRSI S NEAGT I ORI ST 900 Scrambler, Bonnevile  06-07 WEX3R18-MF YTX12-BS
500 Beverly 500 (Euro 3) WEX3R14-MF { WEX6R21-MF) YTX14-BS 200 Speed Tﬁpb 94-00 WEXSL14-MF Use WEX6 Cell YB14L-A2
500 X9 500cc. = WEXSL14-MF YB14L-A2 900 Sport Sprint 98 WEXSL14-MF Use WEX6 Cell  YB14L-A2
500 Nexus 500cc. WEX5L14-MF YB14L-A2 900 Sprint 92-99 WEXSL14-MF Use WEX6 Cell  YB14L-A2
500  Beverly 500 Cruiser (Euro 3) 2 WEX3R14-MF (WEXBR21-MF)  YTX14-BS 900 siraet win 1516 WESRIBME PA2.8S
502 Beverly 500 Cruiser ( Euro 3) WEX3R14-MF (WEX6R21-MF)  YTX14-BS 200 Super |l 04.99 WEXSL14-MF Use WEX6 Cell YB14L-A2
500 X9 500cc - WEX3R14-MF (WEX6R21-MF)  YTX14-BS 900 T509 Speed Triple 97-01 WEX5L14-MF Use WEX6 Cell  YB14L-A2
500 Fuoco 500cc 10-12 WEX3R14-MF (WEX6R21-MF)  YTX14-BS 200 Thruxton 03-07 WEX3R18-MF YTX12-BS
- Vespa 946 13- WEX3R14-MF (WEX6R21-MF)  YTX14-BS 900 Thunderbird 95-03 WEXSL14-MF Use WEX6 Cell Y TX14AHL-BS
900 Tiger 93-98 WEXSL14-MF Use WEX6 Cell  YB14L-A2
900 Tiger 99-01 WEXBR21-MF  YTX14-BS
D-27 D-28
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TOLL FREE: 844.WSTANDARD (844.978.2632)
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TUV 150 8001
01 100 116461

LITHIUM =
E-BATTERY

RoH$ ;UN 38.3

BENELLI

MODEL

TRIUMPH

| Original Lead-
cC ’ MODEL

Acid Battery

WEX3 WEXS WEX6

WEX1 WEX2
. 148*70*105| 134*80*155 | 148*82*135

WEX1 WEX5 WEX6 YEAR | {3+60*86 120*60+92|

WEX2 WEX3 Original Lead-
113*60*86 | 120*60*92| 148*70*105 | 134*80*155 148*82*135

YEAR Acid Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below: if your motor with High Power Load like GPS.. etc. we suggest that you choose a large-capacity lithium battery with parentheses model

if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

900 Trident 91-00 WEX5L14-MF Use WEX6 Cell  YB14L-A2 s Dt 50 (v ) SERLLOM b
900 Trident Sprint 93.96 WEXSL14-MF Use WEX6Cell  YB14L-A2 ) hEA e - WEXILS-MF YB4L-B
900 Trophy 91-98 WEXSL14-MF Use WEX6 Cell  YB14L-A2 ol i s ANEE S8 YBAL-B
900 All Other Models 91-01 WEX5L14-MF Use WEX6Cell  YB14L-A2 o SEOBIYCONER, = WEXUO-MF YB4L-B

. : 100 K2 WEX1LS-MF YBS5L-B

Daytona 955i, Speed Triple, >
955 St ST RS 9904 WEXBR21-MF  YTX14-BS 125 125 Custom Guzzi - WEXIRO-MF (WEX2R12-MF) 12N5.5-4A
955 Sprint RS 00-04 WEXER21-MF YTX14-BS 125 125 Guzzi WEX1RS-MF  (WEX2R12-MF) 12N5.5-4A
955 T595 Daytona 97-98 WEXSL14-MF Use WEX6 Cell  YB14L-A2 e TN L) B SR NS ) i
055 Tiger 02-08 WEXER21-MF YTX14-BS 125 125 Scooter WEX1LS-MF (WEX2L12-MF) YBIL-B
125 125CS - WEXIRO-MF (WEX2R12-MF) YBS-B
956 Masterblaster 96-97 WEXSL14-MF Use WEX6 Cell  YB14L-A2 ; . .
1000 Daytona 91.93 WEXSL14-MF Use WEX6 Cell  YB14L-A2 1 acva 00. WEXTRO-MF (WEX6R21-MF)  YTX14-BS
e Soead Tikia e s vy 125  Jamno (Electric-Starter) 00  WEX1RS-MF (WEX2R12-MF) 12NG-4B-1
1080 Speed Triple AR Y Lo et 125 Vevet 00  WEX1RS-MF (WEX3R14-MF) YTX9-BS
1050 Sprint GT 11-16 WEX6R21-MF  YTX14-BS 150 Adiva 150 00 WEX1RS-MF (WEXBR21-MF)  YTX14-BS
1050 Tk 0741 WERRIERE RS 150 Velvet 00  WEX1RS-MF (WEX3R14-F) YTX9-BS
1050 Tiger Sport 12-16 WEXBR21-MF  YTX14-BS 513 A = SYESOR R ESSACR
1200 Daytona 93-99 WEXSL14-MF Use WEX6 Cell  YB14L-A2 = i & b 2t SRR YTX12-BS
1200 Thruxton 15-16 WEX3R18-MF YTX12-BS 254 4 Zyl. (Cyld.) WEX2R12-MF YRS-B
1200 Trophy 00-04 WEXBR21-MF  YTX14-BS =50 il 00 WEX2L12-MF (WEXBL36-F) 53030
1200 Trophy 91.98 WEXSL14-MF Use WEX6 Cell  YB14L-A2 x A ZV"LSSCV”') x‘:::t::m’; :g::’::z
1200 Trophy 13- WEXBL27-MF  YTX20L-BS
1215 Trophy 12-16 WEX6L27-MF  YTX20L-BS 40 sty % WEGL14-MF (WEX6BL36-MF) 53030
1215 Trophy SE 12-14 WEXBL27-MF  YTX20L-BS — = - e s 1Nie) 20
1215 Tiger Explorer 12-16 WEX6L27-MF YTX20L-BS 504 4 Zyl. (Cyld.) - WEXSL 14-MF YB14L-A2
1215 Ve 3 T 650 650 Tomado U.T. : WEXSR14-MF YB12A-A
1215 VN2 Tiger Explorer 14- WEXBL27-MF  YTX20L-BS L B L WEXSL14-MF YB14L-A2
1507 Thunderbird BF 14-16 WEXGL27-MF  YTX20L-BS = e - e L o
1597 Thunderbird BFL 14-16 WEX6L27-MF  YTX20L-BS 900 900 (6 Cilindri) = WEX6L21-MF 53030
1597 Thunderbird BKX 14-16 WEXBL27-MF  YTX20L-BS L =al ' WEX6L21-MF 53030
1700 Thunderbird 00- WEXEL27-MF YTX20L-BS 900 Tornado - WEX5R14-MF 12N12A-4A-1
2294 XJX Rocket il 14-16 WEXGL36-MF  YTX20L-BS
2300 Rocket i 03-16 WEX6L36-MF  YTX20L-BS
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LITHIUM

E-BATTERY

PEUGEOT

CcC MODEL WEXS WEX6 OAI'::?IMI Lead-

YEAR WEX1 WEX2 WEX3
113*60*86 |120*60*92| 148*70*105 | 134*80*155 | 148*82*135 d Battery

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

[——]
STAVDARD

TWe we—e CMOICE

ADD:19501 East Walnut Drive South

City of Industry, CA 91748

P —

D ]

b

B et e A

P ey

TOLL FREE: 844.WSTANDARD (844.978.2632) I ———————

RoHs UN 38.3

AGUSTA

WEX2 | 5 WEX6 | Original Lead-
113*60*86 | 120*60*92 | 148*70*105 | 134*B0*155| 148*82+135| Acid Battery

Notes :Relates to the same model appear two different lithium battery.please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

50 Bystar TDS 03 WEX1LS-MF YB4L-B
50 Liverty - WEX1LS-MF YB4L-B
50 Looxor 01- WEX1LS-MF YB4L-B
50 Looxor TDS 02-  WEXI1LS-MF YB7L-B
50 Rapido/Rapido3 01- WEX1LS-MF YB4L-B
50 SCLI Metropolis 01-  WEX1LS-MF YB4L-B
50 Speedake 01- WEX1LS-MF YB4L-B
50 Speedfight 2 00-  WEX1L9-MF YB4L-B
50 ST 01- WEX1LS-MF YB4L-B
50 X-Fight - WEX1LS-MF YB4L-B
50 Jet Force 03 WEX1LS-MF YB4L-B
50 Ludix 04  WEXILS-MF YB4AL-B
100 Byseo 01- WEX1LS-MF YTX5L-BS
100 Looxor 01-  WEXI1LS-MF YTX5L-BS
100 Speedfighter 98- WEX1LS-MF YTX5L-BS
100 Trekker 98-  WEX1LS-MF YTX5L-BS
100 Vivacity 98- WEX1LS-MF YTX5L-BS
100 X-Fight 01-  WEXILS-MF YTX5L-BS
100 Zenith 01- WEX1LS-MF YB4L-B
105 Ciclonotore (Bectric-Starter) 01-  WEX1LS-MF YB4L-B
125 Jet Force 03 WEXSL14-MF YB12AL-A
125 Jet Force Compressor 03 WEX5L 14-MF YB12AL-A
125 Satelis 05 WEXSL14-MF YB12AL-A
125 Satelis Compressor o7 WEX5L 14-MF YB14L-A2
125 Geopolis 05 WEXSL14-MF YB12AL-A
125 Byseo - WEX2R12-MF YB7-A
125 By star 02- WEX2R12-MF Y B7-A
125 CityStar 11 WEX5L 14-MF YB12AL-A
125 Django 14-  WEX1R9-MF YTX7A-BS
150 Bystar 02- WEX2R12-MF YB7-A
250 ST/SV 01- WEX2R12-MF ( WEX3R18-MF ) YTX12-BS
250 Satelis 06 WEXSL 14-MF YB12AL-A
250 Geopolis 05 WEXSL 14-MF YB12AL-A
400 Satelis o7 WEX3R18-MF YTX12-BS
500 Satelis 07 WEX3R18-MF YTX12-BS
. T %
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675 F3, Brutale 16 WEX3R18-MF YTZ10S
750 F4, Brutale 00- WEX3R18-MF YTZ10S
750 F4, Serie Oro WEX6L21-MF 53030
800 Brutale 16 WEX3R18-MF YTZ10S
910 Brutale 06-08 WEX3R18-MF YTZ10S
1000  Brutale 1078RR, 1090 09-16 WEX3R18-MF YTZ10S
1000 F4 05-16 WEX3R18-MF YTZ10S
1000 F4 1000 WEX6L21-MF  Y60-N24L-A
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TOLL FREE: 844.WSTANDARD (844.978.2632)

rwa L Vau,] www.ws%angarg—energy.com
www.wstandardusa.com
Tube www.wstandard.eu 1%\-’

TUV 150 8001
01 100 116461

STANDARD’

SLITHIUM

E-BATTERY

Rous ;UN 38.3

APRILIA

MODEL YEAR

APRILIA

MODEL

WEX1 WEX2 | WEX3 | WEXs WEX6 | Original Lead-
Original Lead- 113*60*86 | 120*60*92| 148*70*105 | 134*80*155| 148*82*135 Acid Battery

Acid Battery

WEX3 WEXS5 WEX6

YEAR WEX1 WEX2
120*60*92 | 148*70*105 | 134*80*155 | 148*82*135

113*60*86

Notes :Relates to the same model appear two different lithium battery,please choose as below:

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

50 SR50de - WEX1L9-MF Y B4L-B

50 SR50 Ditech 01-05 WEX1LS-MF YTX5L-BS
100 Scarabeo 4T 00- WEX1R9-MF Y BS-B

125 Rambla 08 WEX1R3-MF (WEX3R18-MF) YTX12-BS
125 Scarabeo 99-07 WEX5L14-MF YB12AL-A
125 Scarabeo 08-12 WEX1R8-MF L WEX3R18-MF YTX12-BS
125 Scarabeo 13- WEX5L14-MF YB12AL-A
125 Sport city 08-12 WEX1R3-MF (WEX3R18-MF) YT12B-BS
125 SR MAX 125 13- WEX1R9-MF (WEX3R18-MF) YTX12-BS
200 Scarabeo 00- WEX5L14-MF YB12AL-A
200 Sport city 09- WEX1R8-MF (WEX3R18-MF) YTX12-BS
200 Sport city rest - WEX1R3-MF { WEX3R18-MF YTX12-BS
250 Atlantic - WEX5L14-MF YB12AL-A
250 ETX (Electric- Starter) - WEX5L14-MF 12N14-3A
250 ETX (Kick-Starter) - WEX2L12-MF 12N5.5-3B
250 Leonardo, ST SP 99- WEX5L14-MF YB12AL-A
250 Rambla WEX2R12-MF (WEX3R18-MF> YTX12-BS
250 RS Replica - WEX1L8-MF Y B4L-B

250 RS 250 95-04 WEX1L9-MF Y B4L-B

250 Scarabeo -08 WEXS5L14-MF YB12AL-A
250 Scarabeo 08- WEX3R14-MF YTX12-BS
250 Scarabeo L - WEX3R14-MF YTX12-BS
250 Sport city 09-12 WEX3R14-MF YTX12-BS
250 Sport city rest - WEX3R14-MF YTX12-BS
300 Scarabeo 300 S 13- WEX3R14-MF YTX12-BS
250 Sport city USA - WEX3R14-MF YTX12-BS
250 Sport city USA rest - WEX3R14-MF YTX12-BS
300 Atlanic 12- WEX5L14-MF YB12AL-A
300 Leonardo WEXS5L14-MF YB12AL-A
300 Sport city rest - WEX3R14-MF - YTX12-BS
350 ETX (Electric- Starter ) - WEX5L14-MF YB14L-A2
350 ETX (Kick-Starter) - WEX2L12-MF 12N5.5-3B
400 Atlantic WEX3R14-MF YTX12-BS
400 Scarabeo - WEX3R14-MF YTX12-BS
400 Scarabeo L WEX3R14-MF YTX12-BS
450 Enduro - WEX2R12-MF YTX7A-BS
450 Motard - WEX2R12-MF YTX7A-BS
450 MXV - WEX2R12-MF YTX7A-BS
450 RXV 450 WEX2R12- MF YTX7A-BS
450 RXV 450 CND - WEX2R12-MF YTX7A-BS
450 RXV 450 USA WEX2R12- MF YTX7A-BS
450 SXV 450 - WEX2R12-MF YTX7A-BS
450 SXV 450 CND - WEX2R12-MF YTX7A-BS
450 SXV 450 US - WEX2R12-MF YTZ10S

500 Atlantic 03-05 WEX5L14-MF YB14L-A2
500 Atlantic 06- WEX3R18-MF YTX12-BS
500 Scarabeo -08 WEXS5L14-MF YB14L-A2
500 Scarabeo 08- WEX3R18-MF YTX12-BS
500 Scarabeo L - WEX3R18-MF YTX12-BS
500 Scarabeo L USA - WEX3R18-MF YTX12-BS
550 Enduro WEX2R12- MF YTX7A-BS
550 Motard - WEX2R12-MF YTX7A-BS
550 RXV 550 WEX2R12- MF YTX7A-BS
550 RXV 550 CND - WEX2R12-MF YTX7A-BS
550 RXV 550 USA - WEX2R12-MF YTX7A-BS
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if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

550 SXV 550 WEX2R12-MF Y TX7A-BS
550 SXV 550 CND - WEX2R12-MF Y TX7A-BS
550 SXV 550 USA WEX2R12-MF YTZ10S
600 ETX ( Bectric-Starter) - WEX5L14-MF YB14L-A2
600 ETX (Kick Starter) WEX2L12-MF 12N5.5-3B
650 ETX ( Bectric-Starter) - WEX5L14-MF YB14L-A2
650 ETX (Kick-Starter) - WEX2L12-MF 12N5.5-3B
650 Pegaso Strada 05- WEX3R18-MF Y TX12-BS
650 PegasollE 97-02 WEXSL14-MF Y B12AL-A
650 Pegaso Factory - WEX3R18-MF Y TX12-BS
650 Pegaso Trail - WEX3R18-MF Y TX12-BS
650 Stark 00- WEXS5L14-MF YB14L-A2
750 Dors oduro WEX6R21-MF Y TX14-BS
750 Shiver - WEX6R21-MF Y TX14-BS
800 Mana - WEX6R21-MF Y TX14-BS
839 SRV 850 12- WEX6R21-MF Y TX14-BS
850 Mana - WEX6R21-MF Y TX14-BS
1000 ETV Caponord 02-03 WEX6R21-MF Y TX14-BS
1000 RST Futura 01-04 WEX3R18-MF Y TX12-BS
1000 RSV 1000 Factory 04-05 WEX3R18-MF Y TX12-BS
1000 RSV 1000 4V Factory WEX3R18-MF YTZ10S
1000 RSV 1000 Factory - WEX3R18-MF Y TX12-BS
1000 RSV 1000 Mille 00 WEX6R21-MF Y TX14-BS
1000 RSV 1000 Mille 00-03 WEX3R18-MF Y TX12-BS
1000 RSV 1000 Mille R 00-05 WEX3R18-MF Y TX12-BS
1000 RSV 1000 R - WEX3R18-MF Y TX12-BS
1000 RSV 1000 R USA - WEX3R18-MF Y TX12-BS
1000 RSV4 RR 15 WEX3R18-MF Y T12A-BS
1000 SL Falkco 00-03 WEX6R21-MF Y TX14-BS
1000 Tuono 03-05 WEX3R18-MF Y TX12-BS
1000 Tuono Fighter 03- WEX3R18-MF Y TX12-BS
1000 Tuono Factory - WEX3R18-MF Y TX12-BS
1000 Tuono Factory USA WEX3R18-MF Y TX12-BS
1000 Tuono R - WEX3R18-MF Y TX12-BS
1000 Tuono RCND WEX3R18-MF Y TX12-BS
1000 Tuono RUSA - WEX3R18-MF Y TX12-BS
1000 Tuono V4 RABS 13- WEX3R18-MF Y TX12A-BS
1100 Tuono V4 1100 14~ WEX3R18-MF Y T12A-BS
1100 Tuono V4 1100 RR 14- WEX3R18-MF Y T12A-BS
1200 Caponord Y TX14-BS
1200 Dorsoduro 1200 ABS Y TX14-BS
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¥ A
TOV_

LITHIUM —

E-BATTERY

RoHS 'UN 38.3

HUSQUARNA AR T WEX1 WEX2 WEX3 ' WEX5

WEX3 WEXS WEX6 MODEL YEAR | 413+60+*86 | 120*60*92 | 148*70%105

| Original Lead-
Acid Battery

WEX6 |
134*80*155| 148+82*135
MODEL :

WEX1
YEAR | 113+60*86

Ori?inal Lead-
Ac

120*60*92 | 148*70*105 | 134*80*155 | 148*82*135 d Battery

Notes :Relates to the same model appear two different lithium battery, please choose as below:
if your motor with High Power Load like GPS...etc, we suggest that you choose a large-capacity lithium battery with parentheses model

125  GT125SP - WEX1L9-MF (WEX2L12-MF) 12N5.5-38
250 TE-SM 05 WEX1L9-MF YTZ7S
350 Sgtfr";:i‘s; : WEX2L12-MF 12N5.5-38
450 TE-SM 05 WEX1L9-MF YTZ7S
510 TE-SM 05 WEXIL9-MF YTZ7S
750 Aviamento, GT - WEX6L21-MF 53030
800 S, SS . WEX6L21-MF Y60-N24L-A
900 GT - WEX6L21-MF Y60-N24L-A
900  NUDA900  12- WEX6R21-MF YT X14-BS
900  NUDASOOR  12- WEX6R21-MF YT X14-BS
1100  GrandPrix - WEX6L21-MF Y60-N24L-A

mSTNUDRFC}
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Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. .etc, we suggest that you choose a large-capacity lithium battery with parentheses model

125 Custom WEXTRS-MF  (WEX2R12-MF) 12NS-4B-1
125 T - WEX1R8-MF  (WEX2R12-MF) 12N5.5-4A
200 Galletto WEX2L12-MF (WEX6L36-MF) 12N24-3A
250 4 cyilinder - WEXS5R14-MF YB12A-A
350 Florida WEX3L 14-MF (WEX6L27-MF) YB18L-A
350 GTS (4 cylinder) - WEX3L 14-MF (WEX6L36-MF) 52515
350 Nevada/Nevda club WEX3L 14-MF (WEX6L27-MF) YB18L-A
350 NTX - WEX3L 14-MF (WEX6L27-MF) YB18L-A
350 V35 WEX3L 14-MF (WEX6L36-MF) 53030
350 V35 Imola/V35 Monza - WEX3L 14-MF (WEX6L36-MF) 53030
350 V3535 GT/V35C WEX3L 14-MF (WEX6L36-MF) 53030
400 GTS (4 cylinder) - WEX3L 14-MF (WEX6L36-MF) 52515
500 Falcone u.t. WEX3L 14-MF (WEX6L27-MF) YB18L-A
500 V50 - WEX3L 14-MF (WEX6L36-MF) 53030
500 V50 Imola/V50 Monza WEX3L 14-MF (WEX6L36-MF) 53030
500 V50/V/50C - WEX3L 14-MF (WEX6L36-MF) 53030
650 NTX WEX3L 18-MF (WEX6L27-MF) YB18L-A
650 Vé5s - WEX3L 18-MF (WEXBL36-MF) 53030
650 V65 Florida - WEX3L 18-MF (WEX6L27-MF) YB18L-A
750 Breva 05- WEXS5L14-MF YB14L-A2
750 Nevada 05-08 WEXSL14-MF YB14L-A2
750 Nevada 08 WEXS5L14-MF YTX14AHL-BS
750 Nevada, Club 00-02 WEX6L21-MF YB18L-A
750 Nevada, Club WEXS5L14-MF YTX14AHL-BS
750 Nevada 750 Classic WEXSL14-MF YTX14AHL-BS
750 Nevada 750 S.E 07 - WEXS5L14-MF YTX14AHL-BS
750 V7 Classic WEXSL14-MF YTX14AHL-BS
750 Strada - WEX6L21-MF YB18L-A
750 V7 - WEXS5L14-MF YTX14AHL-BS
750 V7 15 WEX6R21-MF YTX14-BS
750 V75 08 WEXS5L14-MF YTX14AHL-BS
750 V7 Racer 2012 12- WEX6R21-MF YTX14-BS
750 V7 Stone 13- WEX6R21-MF YTX14-BS
750 V7 Special 13- WEX6R21-MF YTX14-BS
850 Breva WEX6R21-MF YTX20CH-BS
850 Griso - WEX6R21-MF YTX20CH-BS
850 Le Man WEX6L21-MF 53030
850 Norge - WEX6R21-MF YTX20CH-BS
850 T3, T4, T5 WEX6L21-MF 53030
936 Bellagio - WEX6L21-MF YTX20L-BS
938 Bellagio 13- WEX8R21-MF YTX20CH-BS
1000 1000NT - WEX6L21-MF 53030
1000 Convert WEX6L21-MF 53030
1000 G5/Convert - WEX6L21-MF 53030
1000 GT WEX6L21-MF 53030
1000 Le Mans - WEX6L21-MF 53030
1000 Mille WEX6L21-MF 53030
1000 Quota - WEX6L21-MF 53030
1000 SP/Calif ornia/lll - WEX6L21-MF 53030
1000 V10 Centauro 97-00 WEX6L21-MF 53030
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MODEL

MOTO GUZZI

YEAR

WEX1
113*60*86

WEX2 WEX3 WEXS
120*60*92 | 148*70*105 | 134

Notes :Relates to the same model appear two different lithium battery,please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

WEX6

*80*155 | 148*82*135

Original Lead-
Acid Battery

E== WSTANDARDUSA INC

ADD:19501 East Walnut Drive South

City of Industry, CA 91748
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TOLL FREE: 844.WSTANDARD (844.978.2632) It

RoH$ ;UN 38.3

BRP ( CAN-AM )
MODEL YEAR WEX1 WEX2 WEX3 WEX5 | WEX6

Ori?Inal Lead-
113*60*86 | 120*60*92 | 148*70*105 | 134*80*155| 148*82*135| Ac

d Battery

Notes :Relates to the same model appear two different lithium battery, please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

50 DS50,QUEST 02-06 WEX1L9--MF YTX4L-BS

70 DS70 15 WEXIL9--MF YTX4L-BS
90 DS90,F, X, QUEST 02-16 WEX1L9--MF YTX4L-BS
200 RALLY 02-06 WEX5R14-MF YTX14AH-BS
250 DS250 06-16 WEX2R12-MF YTX12-BS
330 OUTLANDER 330 04-15 WEX3L18-MF YTX15L-BS
400 OUTLANDER 400 15 WEX3L18-MF YTX15L-BS
400 OUELANDER400,XT,MAX  04-13 WEXBL27-MF  YTX20L-BS
450 DS450 13 WEX2R12-MF YT7B-BS
450 Outlander 16 WEXBL27-MF  YTX20L-BS
500 TRAXTER(ALL),QUEST 99-05 WEX3L18-MF (WEXBL27-MF) Y TX20HL-BS-PW
500  TRAXTER(ALL),QUEST(OPT)  02-05 WEX3L18-MF (WEXBL36-MF) YTX24HL-BS
500 OUTLANDERMAXRENEGADE  -16 WEX3L18-MF (WEXBL27-MF)  YTX20L-BS
570 Outlander, Renegade 16 renegadefiii¥i % WEXBL27-MF  YTX20L-BS
650 DS650 00-06 WEX3L18-MF YTX15L-BS
650 QUEST 02-05 WEXBL27-MF Y TX20HL-BS-PW
650 QUEST(OPT) 02-05 WEX6L36-MF  YTX24HL-BS
650 Outiander, 6X6 -16 WEXBL27-MF  YTX20L-BS
660 OUTLANDER 660 EFI 06 WEX6L27-MF  YTX20L-BS
800 Outlander 800 EFI, MAX, 06-15 renegade}i ii # WEX6L27-MF  YTX20L-BS

850 Outlar¥@fesa#Rgade 16 renegadeliiifi ¥

1000 Outlander 1000, Renegade, 6X6  12-16 renegade i if ¥

WEX6L27-MF  YTX20L-BS
WEXBL27-MF  YTX20L (WC)

CAN-AM

MODEL YEAR WEX1 WEX2 WEX3

113*60*86 | 120*60*92 | 148*70*105 | 134*80*155 | 148*82*135

WEX5 | WEX6 Oﬂ?lnal Lead-
Acid Battery

Notes :Relates to the same model appear two different lithium battery please choose as below:
if your motor with High Power Load like GPS.. etc, we suggest that you choose a large-capacity lithium battery with parentheses model

WEX6L36-MF  YTX24HL (WC) )
WEX6L36-MF YTX24HL (WC)

998 Spyder 08-16
1130 Spyder (RT,F3) 14-16

1000 V10Centauro Sport, GT 00- WEX3L18-MF YTX15L-BS
1064 Califoma Classic - WEX6L21-MF  YTX20L-BS
1064 California Vintage - WEX6L21-MF YTX20L-BS
1100 1100 Sport/1 94-.01 WEX6L36-MF 53030
1100 Breva WEX6L21-MF YTX20CH-BS
1100 Breva ABS 07 WEX6R21-MF YTX20CH-BS
1100 Breva, Griso 05-06 WEX6R21-MF YTX20CH-BS
1100 Califomia - WEX6L21-MF YTX20L-BS
1100 Califomia (CA only) 03-05 WEX3L18-MF YTX15L-BS
1100 California EV, Stone 99.04 WEX6L21-MF 53030
Calfornia, Special,
1100 Sac ke Bref: Griso - WEX6R21-MF YTX20CH-BS
1100 Griso WEX6R21-MF YTX20CH-BS
1100 Jackal - WEX6L21-MF 53030
1100 Quota 1100 ES 99-02 WEX3L18-MF YTX15L-BS
1100 Quota1100ES 00-01 WEX6L21-MF 53030
1100 Sport 1100i 97-99 WEX3L18-MF YTX15L-BS
1100 Stone, EV 94.05 WEX6L21-MF 53030
1100 V11 Ballabgio WEX3L18-MF YTX15L-BS
1100 V11 Ballabgio - WEX86 L21-MF 53030
1100 V11 Bassa 99-00 WEX6L21-MF 53030
1100 V11 Cafe Sports - WEX3L18-MF YTX15L-BS
1100 V11 Le Mans WEX6L21-MF
1100 V11Le Mans Rosso - WEX3L18-MF YTX15L-BS
1100 V11 Le%%. Sport 99-05 WEX3L18-MF YTX15L-BS
1100 V11 Sport 99- WEX6L21-MF 53030
1200 Griso 1200 8V 13- WEX6R21-MF YTX20CH-BS
1200 Norge 1200 T - WEX6R21-MF YTX20CH-BS
1200 Norge GT8V 13- WEX6R21-MF YTX20-BS
1200 Sport - WEX6R21-MF YTX20CH-BS
1200 Sport ABS WEX6R21-MF YTX20CH-BS
1200 Stelvio4V - WEX6R21-MF YTX20CH-BS
1200 StelvioNTX 12008V 13- WEX6R21-MF YTX20CH-BS
1200 Breva 1200 - WEX6R21-MF YTX20CH-BS
1200 Breva 1200 ABS WEX6R21-MF YTX20CH-BS
1256 MGS-01Corsa - WEX6L27-MF  YTX20L-BS
1380 Califomia 13- WEX6R27-MF YTX20CH-BS
1380 Eldorado 16 WEX6R27-MF YTX20CH-BS
1400 Audace 16 WEXB6R27 -MF YTX20CH-BS
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RoHS 'UN 38.3

E-TON

YEAR
‘ 113%60"86 120*60%92 | 148*70*105 Battery

WE X1 W EX2 | WEX3 | Original Lead-Acid

m /s ™ www.wstandard-energy.com
f Tube www.wstandardusa.com é
LITH' UM . s www.wstandard.eu =
Aml B v AWE oTUV
E-BATTERY 01 100 116461
VEAR WE X1 WEX2 WEX3 Original Lead-Acid
113*60°86 | 120"60"92 | 148*70*105 Battery
100 CK100 = WEXIL7-MF YTX5L-BS
110 CK110 - WEXIL7-MF YB5L-B
125 CK125-CH E WEXIL7-MF YB6L-B
125 CK125-T - W EX1R7-MF YTX7A-BS

CHANSHA GUANGNAN

WEX1 WEX2 WEX3 Original Lead-Acid
113*60"86 120*60%"92 | 148*70*105 Battery
50 KN50QT : WEXIL7-MF YT4L-BS
100 KN100-2 S WEXIL7-MF YTX5L-BS
125 KN 125-T - W EX1R7-MF YTX7A-BS

CHONGQING LONGCIN

| — | WE X1 | WEX2 | WEX3 | Original Lead-Acid
113%60°86 | 120°60*92 | 148*70*105 Battery
90 LX90,LX90J - WEX1IL7-MF YBS5L-B
100 LX100-6 - WEXIL7-MF YB6L-B
110 LX110-13A - WEX1IL7-MF YTX5L-BS
110 LX110-3D Il - WEX1L7-MF YB5L-B
125 LX125-10 - WEX1IL7-MF 12N7-3B
125 LX125-3A - W EX1R7-MF 12N7-4B
125 LX125-5 - WEX1R7-MF 12N94B-1
125 LX125-16A - W EX1R7-MF YTX7A-BS
125 JL1254 - WEX1IL7-MF 12N7A-3A
150 LX150-16 - W EX1R7-MF YB7L-B
150 LX150-2EV - WEX1IL7-MF 12N9-4B-1
150 ATV150-M - W EX1R7-MF 12N7A-3A
200 LX200-2 Il - WEX1R7-MF 12N7A-3A
250 JL250GY - W EX1R7-MF YTX9-BS
250 LX250Y-3 - WEXIL7-MF YTX7L-BS
90 JL9O - WEX1IL7-MF YB5L-B
125 JL1254 - WEXIL7-MF YB6L-B
125 JL125-5A - WEXIL7-MF 12N7-3B
150 JL150 - WEX1R7-MF 12N7A-3A
150 JL150-3A - W EX1R7-MF 12N94B-1
150 JL150-6A - WEX1R7-MF 12N7-48
HAOJUE-SUZUKI
WE X1 | WEX2 | WEX3 | Original Lead-Acid
113°60°86 | 120°60"92 | 148*70*105 Battery
100 HJ-110 - WEX1L7-MF YB5L-B
125 GZ125HS - WEX1L7-MF YTX7L-BS
125 HJ125F - WEX1R7-MF YB7-A
125 HJ125J-8 - WEX1R7-MF YB7-A
125 HJ125T-9 - WEX1R7-MF YTX7A-BS

D-39

50 Beamer50, Beamer Ill  00-12 WEX1L7-MF YTX5L-BS
50 Matrix 50 -12 WEX1L7-MF YTX5L-BS
50 Sport 50 -12 WEX1R7-MF YTX7A-BS
150 Sport 150 -12 WEX1R7-MF YTX7A-BS
150 Matrix R4-150 -12 WEX1R7-MF YTX9-BS
150 Beamer R4-150 -12 WEX1R7-MF YTX9-BS
KYMCO
WE X1 | Original Lead-Acid
113%*60"86 120*60%92 148*70*105 Battery
50 CK50 WEX1L7-MF YT4L-BS
100 CK100 - WEX1L7-MF YTX5L-BS
110 CK110 - WEX1L7-MF YB5L-B
110 KK110 - WEX1L7-MF YB5L-B
125 KK125-2L - WEX1L7-MF YB6L-B
125 KN125-2 - WEX1R7-MF 12N7A-3A
125 KN 125T, KK125T WEX1R7-MF YTX7 A-BS
125 CK125-2B - WEX1R7-MF 12N7A-3A
125 CK125-2H - WEX1L7-MF YB6L-B
125 CK125-6 - WEX1L7-MF 12N7-3B
125 CK125T, CK125-2F - WEX1R7-MF YTX7A-BS
150 CK150 - WEX1R7-MF YTX9-BS
FYM
WE X1 Original Lead-Acid
113*60"86 | 120*60*%92 148*70%*105 Battery
- FYEY - WEX1L7-MF YTX4L-BS
- FYJ - WEX1R7-MF 12N9-4B-1
- FYLS/FYFSB - WEX1L7-MF YTX7L-BS
- FYT3A - WEX1L7-MF YTX5L-BS
- H2100 - WEX1R7-MF YTXTA-BS
HAOJIN
WE X1 Original Lead-Acid
113*60"86 | 120*60%*92 | 148*70*105 Battery
100 HJ100-3 - WEX1L7-MF YB6L-B
100 HJ100 - WEX1L7-MF YB5L-B
100 HJ100T-E - WEX1R7-MF YB6L-B
100 HJ100T-A - WEX1R7-MF YTX7A-BS
125 HJ125 - WEX1L7-MF YTX7A-BS
125 HJ125- - WEX1R7-MF 12N9-4B-1
125 2HA82610,6 A8 WEX1R7-MF YB7-A
125 HJ125T -3,8B,D,2D - WEX1R7-MF YTX7A-BS
125 HJ125T-11 - WEX1L7-MF YB6L-B
125 HJ125-A - WEX1R7-MF 12N7A-3A
150 HJ150-9,10 - WEX1R7-MF 12N9-4B-1
150 HJ150ST - WEX1R7-MF YTX9-BS
250 HJ250 - WEX1R7-MF 12N9-4B-1

B Kawasaki
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JIALING HONDA QINGQI

I VEAR | WEX1 WE X2 WEX3 | Original Lead-Acid

120%60%92 | 148*70*105 Battery

113*60" 86

113*60*86 120%60"92 | 148*70*105

Battery

WEX 1 WE X2 I WEX3 |OriginalLoai-Acid

125 CB125T X WEX1R7-MF 12N9-4B-1 100 QS100TB - WEX1R7-MF YTX7A-BS
125 CG125 WEX1R7-MF 12N9-4B-1 110 GM110 - WEX1L7-MF YB5L-B
125 CH125 WEX1R7-MF 12N9-4B-1 QS110L.QS110LS.QS

110 WEX1L7-MF YBS5L-B
125 CM125 WEX1R7-MF 12N9-4B-1 110F

110 FD110 : WEX1L7-MF YBS5L-B

126  QS125-3B.GS125GC - WEX1R7-MF 12N7-4A
JIALING MOTOR 125 Q8125-5.05125-5C : WEX1R7-MF 12N7A-3A

—— — — ———— 125 QS125T-2 » WEX1R7-MF YTX7A-BS
113°60*86 | 120%60°92 | 148*70°105 | Battery 12 G128 ) MESREASE: LhiA

125 GS1254K : WEX1R7-MF YTX7A-BS
20 izl : e i Y858 125 GSX125 - WEX1R7-MF 12N7-4A
tah 125 s WEXIRIME AZHi-48 125 GT125 - WEXIR7-MF 12N7A-3A
122 Jhiass - A28 L JENECH 125 GZ125 " WEX1L7-MF YTX7L-BS
150 JH150T 2z WEX1R7-MF YTIX7ABS 150 QS150TFB - WEX1R7-MF YTX7A-BS

| e I WEX 1 | WE X2 | WEX3 Original Lead-Acid T T —— Original Lead-Acid
113*60°86 120*60*92 | 148°70*105 Battery | YEAR | X153 4ack o | Ssosenins | 1a8ET0 5108 | Batiary
100 HN100 - WEX1L7-MF YBSL-B 110 SJ110 : WEX1L7-MF YB5L-B
100 110-4,6 J WEXIL7-MF YB5L-B 125 SJ125 . WEX1L7-MF YTX7L-BS
125 HN125 - WEX1L7-MF YB6L-B 125 JC125T-17 WEX1R7-MF YTX12-BS
125 HN125-3 3 WEX1R7-MF 12N9-4B-1 250 1C250 B WEXAR7-ME YTX9-BS
125 HN1254F - WEX1R7-MF YB7-A
125 HN125T - WEX1R7-MF YTX7A-BS
125 125T-2C 5 WEX1R7-MF YTX9-BS
125 125T-A. B, C,D g WEX1R7-MF YTX7A-BS QIANJIANG
125 CG125-4, 4A, 9, 9A 2 WEX1L7-MF YBIL-A2 WEX1 WE X2 WEX3 Original Lead-Acid
125 CG125-7 - WEX1R7-MF 12N9-4B-1 RIS OO0/ [EIRAE00 | S8 S520 2108 Secwey.
125 HN125-3A - WEX1L7-MF YBIL-A2 50 BO1 WEX1L7-MF YT4L-BS
150 150-2 - WEX1R7-MF 12N7A-3A 50 QJ36-A - WEX1L7-MF YB4L-B
150 150-6, 7, 8 5 WEX1R7-MF 12N9-4B-1 50 QJ50T, QJS0T-2 . WEX1L7-MF YB4L-B
150 150J-5A, BA - WEX1R7-MF 12N9-4B-1 50 QJ50T-2A . WEX1L7-MF YT4L-BS
150 CG150-3 5 WEX1L7-MF YTX7L-BS 50 T08/B01 - WEX1L7-MF YT4L-BS
50 QJ50T-8 5 WEX1L7-MF YTX5L-BS
50 T08 - WEX1L7-MF YT4L-BS
JIANSHE 100 QJ110-6 - WEX1L7-MF YB5L-B
— - 100 T12 . WEX1L7-MF YTX7L-BS
11;”E'6x0386 12‘(’:"E6)(:1:92 148":';51;('3 105 o"gm;:::e::-“ud A2 G2 : BRI =hE N
125 QJ125J < WEX1R7-MF 12N9-4B-1
90 JYMSO z WEXI1L7-MF YT4L-BS 125 QJ125T 5 WEX1R7-MF YTX7A-BS
100 SWYy w WEXIL7-MF YTX5L-BS 125 QJ125T-3F - WEX1R7-MF YTX7A-BS
100 JOG - WEX1L7-MF YTXS5L-BS 150 QJ150T 07-  WEX1R7-MF YTX7A-BS
125 278 8 WEX1L7-MF YTX7L-BS 250 QJ250T 07-  WEX1R7-MF YTX9-BS
125 4KL - WEX1R7-MF YTX7A-BS
125 JYM125 - WEX1L7-MF YBS5L-B
125 3D92 5 WEX1L7-MF YTX7L-BS
. 5WG : WEX1R7-MF YTX7A-BS
5 4FP WEX1R7-MF YTX7A-BS
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SUNDIRO
l - | WEX1 | WE X2 | WEX3 | Original Lead -Acid

113*60"86 | 120°60°92 | 148°70*105 Battery
50 SDH50QT16 - WEX1L7-MF YB4L-B
50 Today - WEX1L7-MF YTX4L-BS
100 SDH100-41 z WEX1L7-MF YB5L-B
100 WAVE - WEX1L7-MF YB5L-B
100 100-6B/6G - WEX1R7-MF YTX7A-BS
125 125 - WEX1L7-MF YB6L-B
125 125T-2D/ 8D . WEX1R7-MF YTX7A-BS
125 SDH125 - WEX1R7-MF YTX7L-BS
125 SDH125-6 5 WEX1R7-MF 12N7A-3A
125 SDH125-7B = WEX1L7-ME YB6L-B
WY-HONDA

WEX1 WEX3 Original Lead -Acid

1136086 148°70 105 Battery
100 WH100T = WEX1L7-MF YTX5L-BS
125 WH125T - WEX1R7-MF YTX9-BS
125 WH125T-2 . WEX1L7-MF YTX7L-BS
125 LEAD - WEX1L7-MF YTX7L-BS
125 WY125-3CF - WEX1L7-MF 12N7A-3A

XinDaZzhou HONDA

I SO | WEX1 WE X2 WEX3 Original Lead-Acid
113*60*86 | 120°60°92 | 148°70*105 Battery

50 RENS50 z WEX1L7-MF YTX4L-BS

50 SDH50QT 16 - WEX1L7-MF YB4L-B

125 Today - WEX1L7-MF YTX4L-BS

125 SDH125 - WEX1R7-MF 12N9-4B-1

125 SDH 125T-21.80 . WEX1R7-MF YT X7A-BS

CHINA HAILI

WEX1 WE X2 WEX3 Original Lead -Acid

113*60"86 120%60"92 | 148*70*105 Battery
100 HJ100-3 : WEX1L7-MF YB5L-B
100 HJ100T-A = WEX1R7-MF YTX7A-BS
100 HJ100T-E : WEX1R7-MF YTX7A-BS
125 HJ125 : WEX1R7-MF YB7-A
125  HM25-2,3 59 1015 - WEX1R7-MF 12N9-4B-1
125 HJ12578 6 6A = WEX1R7-MF YB7-A
125  HJ125T, -3,8,B.D, D - WEX1R9-MF YTX7A-BS
125 HA ST --- : WEX1L7-MF YB5L-B
150 HJ150-9, 10 2 WEX1R7-MF 12N9-4B-1
150 HJ150ST : WEX1R7-MF YTX9-8S
250 HJ1250 2 WEX1R7-MF 1ANG 481
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ZONGSHEN PIAGGIO

| AR | WEX1 WEX2 | WEX3 I Original Lead-Acid
113*60°86 | 120°60*92 | 148°70*105 Battery
50 FLY-50 - WEX1R7-MF YB9-B
50 ZIP50/ 50QT - WEX1R7-MF YTX8-BS
50 21P50 . WEX1L7-MF YB4L-B
100 BYQ100T-ZE - WEX1R7-MF YTX7A-BS
110 LZX110 - WEX1L7-MF YB5L-B
110 ZS110-20 - WEX1L7-MF YB6L-B
125 LZX1252 E WEX1L7-MF 12N7-3B
125 LZX1254 - WEX1R7-MF 12NS-4B-1
125 75125 = WEX1R7-MF 12N7-4A
125 Z5125-65 - WEX1L7-MF YTX7L-BS
125 ZS125T-2 - WEX1L7-MF YB6L-B
125 BYQ125-2E - WEX1R7-MF 12N9-4B-1
150 75150-15 = WEX1RZ-ME YDIZARS

OFVSH < mm remn
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INSTALLATION GUIDE INSTALLATION GUIDE

F

Before the installation

of W-Standard Lithium
battery, check to see if
the charging system is
normal and there is no
circuit leakage

F

Remove Negative (-)
terminal first to avoid
short circuit

«©

Removing the original
lead-acid battery and
compare the two
batteries side by side
as picture

OFTH < mm o

@

Removing the original
lead-acid battery and
compare the two
batteries side by side
as picture

@

Apply the appropriate
thickness of the foam
pieces so it fit securely
inside

@

Install the E-Lithium
Battery. Do not over
tighten as the max

torque for the screw is
25kg/cm

E-2
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Lithium Iron Phosphate/Lead-acid battery
MCU-4-2 Multifunction Smart Charger
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W-STANDARD Multifunction Smart
charger is using Microprocessor
Controlled charging which it can monitor
the charging process to avoid battery
damage cause by overcharging and to
ensure the battery gets the power it
needs and is properly absorbed by the
battery and will not affect the battery
cycle life. It will collect information from
the battery and auto-adjust the charge
current and voltage accordingly!

W-STANDARD Multifunction Smart
Charger is using microprocessor
controlled charging which is designed to
provide fast, safe and efficient charging
to a wide variety of battery types and

et
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sizes which is certainly more efficient
than the “old "type of battery charger.
The advance microprocessor controlled
can monitor the charging process to
avoid battery damage caused by
overcharging. It collect information from
the battery and adjusts the charge
current and voltage accordingly.

The microprocessor controlled
ensures that each battery gets the power
it needs in a manner that is best for the
health of the battery ensuring that all of
the energy is properly absorbed by the
battery and will not affect the battery
cycle-life, whether it's a Lithium battery
or Acid/Lead battery.

STRUCTURE
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TECHNICAL PARAMETERS

Charger Type

Charging & Storing

Charger for the Battery Type

Lithium Battery & Acid/Lead Battery

Battery

2/4S Lithium Iron Phosphate battery, capacity 3-40

Shell

7075 Aluminum, size 118*76*46

Input socket

3pin AC socket, IEC320-C14

Output socket

alligator clip; American Stack Plug; 6mm ground wire terminal

output wire length

1.0 Meter 0.5 Square AWG18

Weight 220g
Input Voltage AC 100-250V / 47-63Hz
Output Voltage DC 6V/12V

Charging Voltage / Current

2S: 7.2-7.4VIMA/3BA; 4S5:14.4-14.6V/1A/3A

Storage Voltage / Current

2S: 6.6-6.8V/1A; 4S: 13.2-13.6V/1A

Signal lamp

No-load: 5 flow LED lamps; Normal charge, slide display
according to 20%, 40%, 60%, 80%, 100%; Only 1-4 LED
lights be on when storage; Output short circuit or
reverse connect: No.5 LED blinks

Buzzer

Normal on: short beep. Full charge: short voice sounds in
every 1 minute. Abnormal situation: quick short sound or
continuous ringing.

Environment temperature

-20--70°C. Humidity 20-90%.

Storage temperature

-20--70°C. Humidity 20-90%.

Others

AC power allows long-term power supply which wouldn't
damage the battery

ES WSTANDARDUSA INC

ADD:19501 East Walnut Drive South

City of Industry, CA 91748
TOLL FREE: 844.WSTANDARD (844.978.2632)

STEPS FOR USAGE

@ous UN 38.3

Step 1.
Connect the power

Turn on the switch, power on beep, flow
LED lamps blink normally

Step 2.

Select the battery type and select the
charging voltage and current
according to suitable charging current
type.

Select charging voltage stall, 6V or 12V
battery based on the battery voltage,

—
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charging current stall was placed in
SLOW location.

Step 3.

Start charging, LED lamp can real-time
monitor battery voltage for showing
power

Step 4.

End of charging :5 LED lamps stop blink
after fully charged, buzzer alarm sounds
in every Iminute , and means the
battery charge in complete.

Separate clamp charging linking method.

O9SH<Lm
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@®Wide Voltage Input: AC 100-250V/47-
63Hz (Global Voltage)

@ Switching Voltage Output: 6V/12V;
switching the current output: 1A/3A

@Battery Power Storage: long term
maintenance about 80% (best storage
power)

@ The power singnal LED lamps step slide
display during charging, beautiful and
generous, the charging progress is
easy-to-read.

@®End voltage: intelligent voltage
monitoring for make sure the battery will
never be damaged as over-charged.

@Alarm when battery output voltage
doesn't match charger, 5 LED lamps

TIPS

It can be used for test the battery quality
It can be activated the battery "feign death”
It can be used for battery routine maintenance

NOTES

A. Please unplug the battery and turn off
the power after charging, stored at dry and
ventilated place.

B. Please make sure to charge in sight
for safety, if leave please pull out the
battery in case of unpredicable risks and
losses.

C. Please don't mixed use the battery of
different types, capacity and factoties.

D. Please be away from the inflammable
during charging, especially focus on the

flicker, buzzer rings continuosly and will
stop to output. Output terminal short-
circuit protection: safe and reliable.

@ When output terminal short-circuits, 5
LED lamps flicker, buzzer rings
continuosly and will stop to output, safe
and reliable.

@ Output terminal reverse connect
protection: when output terminal positive
and negative are reverse connected, 5
LED lamps flicker, buzzer rings
continuously and will stop to output, safe
and reliable.

@Buzzer rings in an interval after
charging: short sounds prompt in every 1
minute. Abnormal situation: quick short
sounds or continuous ringing.

battry temperature, if it's high and really
hot, please quick to turn off the power
and stop charging.

E. Please do not change or remove the
charger.

F. Please do not let metal wire or other
conductive objects fall into the charger.
G. Please do not charge the battry if
electrolyte leakage, cell bulge, peel off,
colour changeable or battery distortion.
H. Please do not charge the
unchargeable battery.

|. Please do not beyong the maximum
charging current ruled by battery
manufacturer.

J. Please keep out of the reach of
children and pets.

K. The charger is designed for 4S
Lithium Iron Phosphate battery and 12V
lead-acid battery charging, so please
don't be used for other usage.

OV H < mm o
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MCU-4-2 60W

QUALITY ASSURANCE

First of all, thank you very much for
choose our multi-functional intelligent
charger from United States W-Standard
company; it is mainly for providing better
service to W-STANDARD lithium battery
users. U.S. W-Standard company
promise this warrenty to our original

buyers. The warranty is non-transferable.

Please make sure to offer the product

ov oM

and proofs of purchase to our point-of-
sale if it has manufacturing failure and
material defects within 1 year since the
date of purchase. Free obligation to
replace the new one. After the expiration
of the guarantee, the relevant shipping
costs will be at yours and we charge for
the replacement parts only.

é K = =Kawasaki F-6
HO!
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1.How's the lithium battery
background? What advantages
does it have if compared with the
other brands of lithium batteries in

the market?

a)The core material is made in America
and Japan, mature and advanced
technique, which is very stable and reliable
after strictly tested by the market.

b) The battery separator is made of
polyolefin which was very low porosity, great
breathability and high tensile strength, and
still successfully introduced the Ceramic
plating process for strengthening the
capacities of penetration and activity, and
the insulation of pole piece. It prolongs cycle
life of the cell.

c) Battery electrode adopts the winding
process, which can get heavy start current
and seismic capability, and excellent high
and low temperature performance and
superior cycle service life.

d)Cathode tab connect is processed
with the laser welding for make sure the
consistency and reliability of the cell flow-
conveying current ability.

e) The built-in PCB hardware board can
disperses effectively the heat sum as the
large current, and then it will improve the
whole reliability and safety.

f) The built-in electronic equalizing

 You,
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board and charge and discharge with a two
way protection can let the circuit intelligent
monitor and distributer the battery charge
and discharge for make sure the cell
charge-discharge equalizing.

g) The appearance of the product is
avant-garde, which adopts the injection
molding of flame Retarding ABS and the
baking process of automobile industry
exterior. The inner power wire takes the
high-temperature 200 degrees AWG10 or
AWG12 for connection, which will not burn
or harden even high temperature.

h) International leading branch was
mainly sold to the United States and
European countries for 4 years, zero
complains from full ranged of all terrain
vehicles after verified by the market.

2.What benefits will we get from

W-standard lithium battery?

a) There will be no sulfation crystallize
problem like the lead-acid battery, and long
cycle life which has over 2000times
circulation (The lead-acid battery is only
about 300times circulation), and the battery
capacity will not be less than the Rated
Capacity 80% after charge-discharge about
1000tims circulation continually.

b)Low self discharge, so battery can sit
up to 1 year without maintenance (Lead-acid

battery can only sit up to 3 month).

c) High security, it wouldn't fire even

- P
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under the risk circumstances such as short
circuit, overcharge, over discharge, punch,
vibration, punch, and high temperature etc.,
welcome to visit our website or Wechat
platform for more safety information.

d) Excellent performance, anti seismic,
environmental protection, non-pollution, no
heavy metal, sulfuric acid corrosion
resistance and lead free and acid free, no
explosive gas would exist during the
charging.

e) Extra-small, lighter weight and size is
only 1/3 of lead acid battery.

f) Excellent starting power, cold start
performance is good, which can brings you
faster and fresher start feeling.

g) No acid overflow internal - acid free,
install in any direction, completely
maintenance free, take care of your motor
more carefully.

h) Super charging ability --- can accept
3C current, can reach 80% if charge 30
minutes, ultra fast charging efficiency.

i) Fuel saving--- Improve the ignition
voltage and increase the efficiency of
vehicles spark plug ignition, also the
combustion efficiency for fuel-saving, and still
emission reduction and reduce emissions of
C0O2 and HC compounds.

j) 1 year of warranty period. As the poor
quality of electrical parts will affect the
battery in general, we also know that it
consists of different quality levels of products
in the market, and then it is difficult for us to
provide a long warranty period. We will
replace the new battery for you if there is any
quality problem about our lithium battery.

STANDARD

TWe we—e CMOICE

k) Stable discharge curves---in addition
to the good experience, there is still a
protective function on the motorcycle
electrical system, which can prolong the
service life of motorcycle parts virtually and
reduce the maintenance troubles.

3.How many kind of starting
lithium battery does have in the
current market? What is the Lithium
Iron Phosphate advantage in
comparison with the other type of
Lithium material in the market? Why
does the lithium battery price higher

than the lead acid battery?

a) The differences of lithium battery is
mainly the cathode material: there is mainly
cobalt acid lithium materials (LiCoO2), Lithium
Manganate (LiMn204) , MnNiCo ternary
and lithium iron phosphate (LiFePO4) ;
(Ternary lithium battery means that the
cathode material was made from lithium,
nickel, cobalt and manganese); Motor
electrical design is for the 12V battery from
the matching of security and voltage. It's most
suitable that Lithium iron phosphate
(LiFePO4) is using 4S 12.8V. High-and low-
temperature resistant discharge properties
are also good.

b)To a large extent, it has not formed the
industrialization yet. Small batch production,
insufficient production lines, low science and
technology equipment and the low-end
products are all restricted by the development
of lithium battery, like the battery electrolyte,
separator and cathode materials which
accounted for nearly 70% of the cost and they
are still rely on the importation, especially the
high-end market in particular. This is one of
the most important reasons that the lithium
battery manufacturers couldn't reduce the
price now.
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4.How long does the lithium battery
have the quality problem when it
sits up to warehouse? How's the W-
STANDARD lithium battery life?

a) The lithium battery power is 90%
before they leave the factory and self
discharge rate is 1% normally please charge
the battery when it sits up to 10 months.

b) The battery service life depends on
many factors. Lead acid battery average life
is about 1 to 2 years. Under the same
conditions of average usage, W-standard
lithium battery s life is 8 years which can
charge and discharge cycle 2000times
circulation. Under ideal conditions of use and
storage, 8 years can be realized.

5.Do you have a kind of lithium
battery which can replace my
special motorcycle model?

W-lithium battery can basically covers all the
brands and models of motorcycle all over the
world, which includes the large capacity to
the heavy locomotive 2400cc and small
capacity to 50cc motorcycle. The product
size is very light and small, which can
achieve seamless replacement based on the
models and original battery model. We also
accept custom-made and completely meet
the individual needs for the motor.

6.Will it not enough in capacity
when install the GPS and anti-theft
devices on the motorcycle?

Thank you for providing the relevant
information of your car modification. If you
modified such as U2 lens, power command,
HID and other related high-power electrical
appliances. This does mean that there is a
greater demand for lithium battery capacity.
Recommend using the other types of W-
STANDARD lithium battery, size is exactly
the same and the internal cell capacity
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increase the power.

7.How is the low-temperature start
in winter?

battery, it's designed for both high and
low temperature interval, especially optimized
the low temperature start, which can apply to
one time start under -10 degrees Celsius
below zero. If the temperature drops to -20
degrees Celsius below zero, then it will have
some impact on the lithium battery as the
characteristic of lithium battery. Considering
this point we do some optimization design for
the internal structure of lithium battery,
strengthen the heat for ensuring low
temperature start-up and preheating of
lithium batteries in extremely cold
environment as below specific method, open
the car keys, touch 1 second to start, then
open the headlights 2 minutes. Let the lithium
batteries discharge heat by small current and
recover its discharge performance. Then
trigger at any moment at second start.

8.How do we match the size of the

purchased lithium battery?

W-STANDARD lithium battery packaging
box supplies the different thickness of the
width and height direction adhesive EVA
foam. Please ensure the consistency with the
original battery size completely in order to
facilitate you install filler size. Please follow
the installation instructions according to the
product manual.

9.Could we install W-standard
lithium battery in any direction?

Yes. The change is very simple and
generally can be done by self as no liquid of
lithium battery, but please must check
whether the circuit system has the short-
circuit or leakage (with a multi meter or recall
if there is the lack-power problem before),
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and also check if the car was modified to
increase the power consumption equipment,
otherwise it will to be worse due to lack-
power as insufficient capacity. Please fully
filling and binding tightly after installation for
prevent shaking, and turn off the power after
the daily use of the motor.

10.Could we charge the lithium
battery with a lead-acid battery

charger?

Only the charger without “De-Sulfate”
mode are all used for W—STANDARD lithium
battery charging, because “De-Sulfate” mode
is just used for Lead-Acid Battery recovery
mode. The surface of the inner plate of the
battery is adhered with a layer of white hard
crystals. It still can't peel off the lead sulfate
of active substance which was converted
from crystals after charging, this is
virtualization of Lead-Acid Battery. The kind
of charger with de-curing mode would
damage the internal structure of the lithium
battery, and then break down the lithium
battery, that's absolutely prohibited.

W—STANDARD recommends to use
‘MCU—4—2", a special matching charger
‘MCU—4—2"which is more helpful for the
service life of lithium battery.

It can provided with monitor, diagnose,
and balance the electric charge in a single
cell and also has an optimized storage mode,
it is the most probability to maximize the
lifetime of the W-STANDARD lithium battery.

Please check the remaining capacity for
the long-term useless motor, W-STANDARD
lithium battery requirements should be kept at
least 30% of the remaining capacity. Normally
please check the rest of the voltage with a
multi meter, (voltage is about 13.1V) and
timely to change it when the battery capacity
dropped to about 50%.
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11.Why doesn't the lithium
battery normally charge and
discharge?

a)Please take a regular check if the
motor charge system is ok and the circuit
system has short-circuited or leakage
phenomena before installation.

b) The charge system test method is to
test the charging system “+"terminal and “-
"terminal with the red probe and black probe
respectively. Start the motorcycle and read
the voltage value in 2000rpm and 5000rpm
respectively , it all should be in the range of
13.5V-15V, the voltage is too low will caused
the insufficient charging power, too high
voltage will caused the battery over charge
and broken. If there is too high or too low
voltage, please first send the charging
system to professional maintenance for
repair.

c) Circuit leakage test method is to turn
off the motor power and close the electric
lock, cascade between the battery negative
pole and motor negative pole with ammeter
mA and check whether the ammeter has
current reading, if not then it's no leakage, if
the reading is more than 5mA, then please
first go to the professional maintenance for
repair.

12.Why do you use "WEX AHR PBEQ?
Is the rated capacity non-
equivalence with the lead acid AHR
rating?

a)First of all, we need to understand that
the main job of starting power supply is a
short period of over large current (ampere) to
launch a motorcycle. In order to do this
effectively, the battery must have a low
internal resistance. Under the same
conditions, the lower internal resistance of
the battery can have a greater ability to start
high load vehicles.
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B)Thus the lead acid battery
manufacturers take AHR (capacity) as
calibration starting capacity rather than a
real available capacity. Lead acid battery
capacity rating is a full discharge based on a
low discharge rate. In actual start-up
conditions, they will be greatly less than the
specification capacity. Its rising internal
resistance will lead to loss of capacity and
the actual capacity may be only 20% of the
calibration capability.

c) W-STANDARD lithium battery is
designed based on completely different
chemical principles. Their internal resistance
are not only less than 1/ 3 of lead acid, but
also the ultimate "deep recycling" battery.
Internal "full discharge" W-STANDARD
lithium battery capacity only requires 1/3 of
the rated "equivalent lead-acid battery
PBeq" capacity. For example, the 12V
WEX18 series contains a 6ah core, but their
electrically can discharge 80%, and keep a
greater ability to start. In summary, the
available capacity of the 12V WEX18 battery
is close or more than that of the lead acid
battery rated as 18ahr.

13.Do you have a protective plate in
your lithium battery? | heard that

the lithium battery will explode.

WEX series lithium battery adopts the
multi tab pressing and good battery
materials with resistant to overcharge and
over discharge. It is equipped with internal
charging equalization circuit boards for
make sure the consistency and the life of
each group of electric core. WEX series
lithium battery has been detected by the
authority of the entire project of dangerous
goods cargo transport UN38.3. Safe and
reliable, convenient and save worry. You can
also visit our website or WeChat platform for
further understanding of product safety
information.

TUV 150 9001 compliant

01 100 116461

14.Does the Lithium Battery could
Jump start? What situation does
the Lithium Battery could Jump
start?

Jump start is the emergency start way
which divide into 2 status: 1. Lithium
battery connects acid battery for starting;
2. Acid battery connects lithium battery for
starting. No matter what kind of status, it's
just only used for emergency initiation. It's
not a normal way and it's dangerous for
battery and motor electrical system. Before
jump start, the battery should be over
discharge and not failure (The battery is
equivalent to large capacitance in the circuit
which plays a role of filtering and
regulation). Jump starts the motor with high
battery and looses it in time after starting.

15.The Lithium Battery could not be
charged if the motorcycle only

starts but doesn't run, is it right?

The motor idle speed start is usually
1200RPM—1400RPM; The magneto power
is low, the rectifier output voltage is 13.5—
13.8V. Lithium Iron Phosphate discharge
average power is 13.35V. The potential is
almost the same so the charge efficiency is
not high. Charge is workable. The battery
maintenance way usually takes a small
current charging motor for compensating its
self-power consumption after starting. The
starting time depends. Longer the charging
time, the more the charging power.

16.How long does the motorcycle
need to run for enough to charge
the battery and keep in storage if
the riders haven't started their
motorcycle for 3 month? For
example, how far or how long does
it run?
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The charge capacity should be defined
by the product of current and time. E.g. Acid
battery YTX9—BS and the corresponding
lithium battery WEX2R12 could be replaced.
The same charging current |=3A (
Ampere) and takes 1H as the units: Charge
Capacity C=I"H, that's to say, it can be
charged the capacity 3AH. Considering the
charge loss rate is about 20%, the actual
charge capacity is not less 2.4AH. If the
motor consumed 2.4AH within 3 month then
it can back charging well.

PS: The acid battery monthly self-power
consumption rate is 5—8%, the lithium
battery monthly self-power consumption rate
is about 1—3%. Self static state current and
leakage should be considered.

17.1s it all right if we always charge

the Lithium Battery by fast current?

Lithium battery charge current is more
than acid battery. The maximum charge
current for lithium battery could accept 3C
(C means the battery standard capacity)
current, but acid battery maximum current is
only 0.5C. It's no harmful for battery only if
it's not more than the maximum charging
current in the manual.

Charge the battery with a small current
for maintenance advised.

18.Does the Lithium Battery have

the short-circuit protection?

Lithium battery short-circuit itself is
illegal operation, direct short-circuit would be
caused instant high current through battery,
internal heat and pressure, and then
damage the battery and personal injury, so
the direct short - connected positive and
negative electrode of lithium battery is
strictly forbidden..
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